














KZJ Products Innovation

KZJ products have been applied in various

V|S|t US at KZJLETSCOM high-rise buildings and municipal engineering

with the excellent integrated functions, such as

High Rang Polycarboxylate Superplasticizer e

flowability, excellent durability, water repellent, etc.

for Rea [t ¢ Buildings

1000+

Batching Plants Using
Our Concrete Superplasticizer

KZJ Products Used:
KZJpoint 400GR, KZJcontrol 600SR

Concrete
Requirements:
1.There are many structural
columns in the gymnasium
which are not easy to vibrate
and can only be casted
using C40 SCC concrete
2.Requirements of the fluidity,
wrapping, cohesiveness,
super slump retention, and
bubble size of concrete are
also higher than those of
ordinary pumping concrete.

Shenzhen PINGAN IFC

Project Description:

Shenzhen PINGAN IFC Building is our successful example of high-rise
Buildings, which absorbs the multi-functional abilities of our polycarboxylate
superplasticizer in concrete, such as high durability & workability, good
compression strength, anti-permeability and self-compacting to win the
superior performance in construction structure. Shenzhen PINGAN IFC
with total plan height of 646m, is the highest building in China in 2014.

enter, Anhui Province

KZJ Integrated Solutions:

Concrete Requirements:

SCC Concrete, Good Workability and Super-High Pumping Ability
Products Used:

KZJpoint 400Q, KZJpoint 400GR, KZJpoint 400H, KZJcontrol 600SR
Technical Service:

Once the related batching plant faced the problems of concrete
mix design and workability, we asked our experts to work in the
construction job site to provide tailor-made solutions for excellent
workability.and cement to reduce the concrete cost accordingly.

The total area of the sports center project
¢ is about 320,001 squre meters and the
o) total construction area is about 104,210m’".
which are 25,000 stadiums covering a area
o of 31,320m, 4,500 stadiums with aarea Technical Service:
N of 19,297.29m*and 1,000 swimming pools  Laboratory Test of different
< with area of about 14,241.6n7 . The total types of Aggregates to make
£ investment of the project is about RMB  the tailored formula of KZJ
< 1 billion yuan, and the project is expected Conrete admixtureand field
<C to be completed on September 30th, 2020.  testing supports accordingly.
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Others Job Reference

Project Description:

5P6h(r)10|\r/|ne|:[’2r:f1 'IH\Ailr?\?\ltorl d '])(Sign:;\{l:r;[%rSntHerelg ht 0 u r Val u a b I e Forest City is located in Johor, Malaysia. It is a smart ecological
i i i . . green city next to Singapore built by Country Garden with a total
Twin Towers H_o fel in Haihua Island Trade Center in Cambodia Buildings Group Customers investment of RMB250 billions. The outer wall of the building

is covered with plants, the ground is covered with parks,

in Hainan Provigcés . Project Description:

The tower building has a height of 104 meters, one basement, nineteen floors above ground, 250 Meters Height Global Lafarge and no vehicles pass through.
an outer frame with core tube shear st_ructur_e wall; a trans_portation hub of 34,000 square Ningbo New World Plaza | CSCEC State Construction Engineering KZJ Integrated Solutions:
meters, a tree-shaped steel colump with a smg!e-layer retlculatgd shell structgre. As the Corporation (StOCk Code: 002302 SZ) Concrete Requirements:
vanguard of the Haihua Island projects, the Twin Towers Hotel is the only project in Danzhou ’ ’ ; ility with M-

- . . . 1.Good Slump Retention, flowability with M-Sand
that won the Luban Award. 270 Meters Height China Resources Cement Holding Limited 5 60 pumped concrete requires 3d strength to reach 95%
KzJ Solutions: Wenshan Urban Compre | (Stock Code: 1313 HK) of design strength;
The manufactured sand is coarse and the aggregate contains much powder, heavy clay -hensive Pipe Gallery Project | Tangshan Jidong Cement Co., Ltd. (Stock Products Used:
content and a lot of weathered rocks, bad distribution in gradation. Code: 000401 SZ) KZJpoint 400Q, KZJpoint 400G, KZJcontrol 600SR
Concrete performance requirement: 20mm slump loss after 2hrs, good workability and 285 Meters Height China Construction Engineerin KzJ Technical Service:
easy to pump after two hours. Zhenazhou Green Central : i 9 9 Laboratory and field testing support to help the batching plants
Products Used: o gT 1 Corporation (Stock Code: 601668.SH) around Forest City having a more flexible selection of the
KZJpoint 4008 Polycarboxylate superplasticizer with good slump retention aza fwin 1owers Country Garden (Stock Code: 02007 HK) aggregates and cement to reduce the concrete cost accordingly.

(250m high)

Xiamen ShiMao Strait Twin  Zhengzhou Green Central  Bagji Guojin Center GuiZhou Hotel Shenzhen PINGAN IFC Chongging Raffles City  Nanjing Financial Center Southeast International Shipping Center Forest City in Johor, Malaysia
Towers Plaza Twin Towers '




Chengdu Tianfu International Airport Proiect Descriptions:

. . - . . Positioned as a national-level international aviation hub and the signature
Located in Chengdu Hi-tech East District, Lucheng Town (Jianyang City). airport in the Silk Road Economic Belt, it will be responsible for all

gﬂ Flz& international routes departing from Chengdu, and will be built into a
."0“”-“ kzj.lets.com . . . . . ) "world-class, domestic- leading" humanistic, intelligent and green airport.
Xiazhang Sea Bridge Our technicals engineers would provide the professional technical supports  concrete Requirements:
. . . . . . . . . Good fluidity, no bleeding, no grasping, the flow after 3hrs shall have
in Fujian Province, China with quick respones on the construction job sites. more than 500mm.

In 2011, we has fulfilled this strategic planning with the project of
Xiazhang Cross-sea Bridge,Starting from Xiamen Haicang District,
crossing the mouth of Jiulong River and ending at FugongHouzhai,
Xiazhang Bridge is 9.7km length five-span continuous half-floating
cable-stayed bridge with a total investment of 5.1 billion RMB.

KZJ Solution:

KZJpoint 400GR is the concrete solution,
which is designed to make the concrete to
achieve good flowability within the fixed
WIC ratio. When the local aggregate has
the slight fluctuation, it can balanced the
slump retention composition with water
reduction composition in the formula.

Concrete Requirements:
Pile Cap Concrete of Large Volume (required 30hrs setting time),
Marine Work Concrete with High Durability.

Products Used: Xiamen Jimei Bridge (8.43km) XiaZhang Sea Bridge Bridge (9.7 km) Xiamen XingLin Bridge (5.22 km)

KZJpoint 400Q, KZJpoint 400G, KZJcontrol 600SR
KZJguard 600WF, KZJdemould 600 . .
_ Visit Us at KZJ.LETS.COM
KZJ Technical Supports: m m
We have provided the concrete admixture with the good comprehensive
properties, such as high water reduction, high compressive strength,
good slump retention, etc. What is the most important is that we optimize

24hrs Technical Service Xiamen International Airport
+ Customized formulate of

KZJ Concrete Admixtures Chongqing Egongyan Track Special Bridge Zhen gzh ou Xinzhen g

Our Customized Technical Supports International Airport

to Create Comprehensive Value to Zhenzhuo Beam Factory

Our Customers in Batching Plants for Bridge Project

With a total length of 227 kilometers and a design speed of
350 kilometers/hrs, He’nan section started construction in
2016 and is expected to be completed in December 2020,
with a total investment of 42.72 billion RMB yuan.

Zhejiang Jinjiao Bridge

Chongqing Light Rail Transit Bridge

Technical Points and Difficulties

1. slump 200+20mm, Expension 550+20mm 1hrs lump>180mm,
Expension >500mm;

2. C50 High grade concrete is sticky;

3.The material fluctuates greatly and the clay content in sand isnot stable
and fluctuates greatly in every lots.

4. Concrete with air content of 2.0%~4.0% is unstable

Hengzhou Agricultural Bridge

in Hu'nan Province

Nanjimen Railway Bridge

Descriptions
It connects Nan’an district and yuzhong district, which is the key
control project of the second phase of rail transit line 10.

Concrete Requirement:

C30 pumping concrete expansion is 2500mm after 1hour and with 20mm
slump loss in 2hrs.The workability of concrete meets the requirements

of high-level pumping and no bleeding.

KZJ Solutions: 1. 24hrs Technical Services
2. KZJpoint 300G and KZJpoint 300Q

Concrete Material Problem:
The raw materials selected in the project fluctuate greatly, production is KZJ
sensitive, and slump control is difficult. The pumping loss is too large.

Cement is sensitive in concrete production for the dosage of admixtures

KZJ Solution:

We adjusted the admixture formula to make concrete with good
cohesiveness, improved wrapping, plump paste and good softness.
In the follow-up production process after delivery, it was founded that
the concrete was relatively soft, and the performance of it was
relatively better and relatively stable.

Prefabricated bridge panel -C60 (polypropylene fibre), ambient
temperature T2 Cast-in-place seam -C60(microexpansive fine
stone), ambient level T2. Upper tower (cable tower anchorage)
-C50(steel fiber), environment grade T3 Cofferdam seal -C30
underwater, environmental grade T1 Pile cap -C35 reinforcement,
environmental grade T2 Platform body expanded base cap tower
C35 large volumewith grade T2, Pier-C40 with environment grade
T3.

KZJ Products Used: KZJpoint 400G & KZJpoint 400Q




Middle Route Project of South-North
Water Diversion (China’s major strategic project)

KZJ Customers Strategy

We consider our customers as our permanent
partners, respect and understand them. We seek
to provide our customers with products and
solutions beyond their expectation, and lead active
and healthy modern lifestyle. In the eyes of our
customers, each one of us stands for KZJ. We
believe that a tiny mistake of ours means
complete failure to our customers.

Chengyu Zhongllangshan Tunnel

Concrete Requirements: C35 Concrete with impermeability grade P12

Concrete Problem: The pumping distance is too long and the construction environment is too
complicated to meet requirements on the P12 performance of the concrete. It is hard to get the
solution of controlling the slump loss in high temperature weather in summer.

Products Used: KZJpoint 400AC, KZJpoint 400Q, KZJguard 600WF

KZJ Solutions:

Firstly, our technical engineer adjusted the admixture formula to solve the slump loss problem.
Secondly we have introduced anti-foaming agent and air-entraining agent to meet the
requirements of concrete impermeability based on the fixed concrete mix design.
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KZJpoint 400Q

High Early Strength Polycarboxylate
Superplasticizier for Precast, Pile
and Prestress Concrete in Tunnel,
Maglev and Beam projects

KZJpoint 400AC

High Range Polycarboxylate
Superplasticizer of Chloride &
Sulphate Corrosion Resistance

Set Accelerator

for Shotcrete in Tunnels
Item No.: KZJcontrol 600SN

Problem of Old generation of Set accelerator

There is dust in the spraying process of old generation acceleratorwhich is
easy to make damage to the concrete, waste of the material and affects the
durability of the concrete.

The Technical Difficulties of C35 underwater
cast-in-place concrete in this project are:

The traffic condition requires the concrete to have slump retention of more
than 500mm after 2hrs to meet underwater pumping. Moreover,The depth
of the underwater pile is 35m, and continuous pouring is required, which
requires good concrete flowability and workability

KZJ Solution:

We introduced the slump-preserving agent and regulator in the admixture
formula, adjusted the dosage of retarding ingredients reasonably, solved
the problem of stone powder collapse completely, and finally meet the
requirements of construction pumping, impermeability and sulfate
resistance durability.

Advantage of New Generation Set Accelerator

KZJcontrol 600SN is our shotcrete solution to short the initial and final setting
time with lower dosage, good adaptability and improving durabiity. Meanwhile,
there is no dust during the spraying process to ensure the health of the workers
and good adhesive property can reduce the waste of materials, and thus reduce
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Xiang’an Sea Tunnel in Xiamen City

Along with the high performance and excellent integrated functions
in the concrete, KZJ high range polycarboxylate superplasticizers
have been successfully applied in ports, dams, tunnels.

the cost and enhance the duriability of concrete.
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The first Sea tunnel in mainland China.
It is also the largest sea tunnel in the world.

KZJpoint 400Q Application in the Precast concrete for China Railway 11th Bureau Zhanghu Beam Factory

KZJ Concrete Superplasticizer in
PI'OjetS of Dagasrt

Tunnels

Our Challengeable Tunnel Application with KZJ PCE Products

Xiang’an Sea Tunnel in Xiamen
The first section Sea tunnel in Fujing,China and
the longest sea Tunnel in the Asia.

Project Description

With a total length of 5.9km, Xiang’an subsea tunnel is an important
connection between Xiamen Island and Xiang'an District. The tunnel is
designed and built with two-way of 6-lane and runs across the sea area
with three tunnels (2 traffic tunnels on both sides and 1 service tunnel in
the middle). There are 4 ventilation shafts, 6 transverse galleries for
vehicles and 12 transverse galleries for pedestrian. Upon the completion
on April 26, 2010, the time on traffic is 82min less than before. The tunnel
is built with the methods of drilling, blasting and subsurface excavating. It
is and is also the one of the biggest section in the world.

Concrete Requirements:
Short Setting Time and High Early Strength Concrete with High Durability
and Anti-permeability

KZJ Products Used:
KZJpoint 400AC, KZJpoint 400Q, KZJguard 600WF

KZJ Technical Service:

tailor-made Concrete admixtures formula with the workable concrete mix
design 24hrs Job site and field technical support when our batching plants
need us.
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Changsha City,China
Maglev Precast Concrete

TR

Project Description:

The maglev line is taken from the north side of
Changsha to the South Railway Station, and walk
sideways connecting the old and new terminals of
Huanghua International Airport. The Length of
whole line is 18.52 kilometers. There are three
stations on the whole line, namely South Railway
Station, Langli Station and Huanghua Airport
Station. The vehicle adopts low and medium speed
maglev trains, with a maximum speed of 100
km/hour. It is proposed to use 3 marshalling trains
for the operation of maglev trains, and 1 crossroad
for the whole line. In the early stage, 5 trains are
required; in the middle period, 6 trains and 7 trains
are required; in the long term, 12 trains and 14
trains are required. The technical and economic
investment are RMB226.5 million yuan/km.

Concrete Requirements:

1.The slump loss in 2 hours within 20mm, the flo
expansion after 2hrs exceeds 500mm

2.Good workability and fluidity, no exposed
stones and no accumulation.

3.Good pumpability, the viscosity of high grade
concrete should be controlled by admixture
4.Continuous casting beams require smooth
appearance in thick beams and solving great
difficulty in vibrating, 7 days strength reachs
100% of the designed strength

KZJ Products Used:

KZJpoint 400Q

High Range Polycarboxylate Superplasticizer for:
Precast Concrete with Good Slump Retention
Performance and Viscosity Compounds to Meet
the Construction Requirements.

KZJ




Hangzhou Metro Line 5

Panjin-yingkou Passenger
Phase 1- SG5-6 section

Transport Railway

Upholding the operation idea of ‘create value for customer’, = LU
KZJ has been a i i i L= ’

provider of integrated planning for concrete =1 =| KZJ Products Used:
admixture production process and application technology. We M — KZJpoint 400S
tackle key technology problems and carry out customization = KZ Jzoint 400AC
PTOdUCt'.O”-” _ . _ # -— Ll .. .. Polycarbboxylate
Our scientific R&D engineers and experienced technical A Superplasticizer

engineers are aligned with the core competencies of KZJ and
focus on solutions for concrete technology. When our customer
was facing a multitude of challenges in concrete manufacturing
process, we would be there to offer our customers the problem
solutions, For instance, Panjin-yingkou passenger transport
railway concrete is a case in point.

Prolect Description:

It locates in Yile Road from Zhejiang University Station to
Yile Road Station, East and West with River Bridge connection
construction.The first phase of Hangzhou Metro Line 5 involves
complex engineering plates, including viaducts, underground
floors, beams and slabs. It also has high requirements for
waterproof, impermeable and anti-chlorine ion penetration.

Concrete Requirement:

1. The top, bottom and side walls of this project should be
made of waterproof concrete with a strength grade of C35;
2. The total alkali content in concrete should not be greater
than 3kg / m3. The maximum chloride ion content in waterproof
concrete is 0.06%, and the chloride ion diffusion co-efficient
of 56 days is required to be less than 3.0*10 -12 ' /s;

3. Even though Machine-made sand has high powder content
and poor grading distribution which cause the poor workability
and fast slump loss, customer required for good-flow concrete

Project Description

The total length of the main line is 89.422km. The design
speed of the whole line is 350km per hour. With a total
investment of 12.786 billion RMB, this high-speed railway was
started to build on May 31, 2009 and begins to run in 2012.

Concrete Requirements: High durability

Products Used: KzJpoint 400Q, KZJguard 600W and
KZJguard 600WF

KZJ Technical Support: Flexible concrete chemical
formula adjusts to well fit the concrete requirement on the job

site + advices on concrete mix design + Lab test support. Al Panjin-Yingkou Transport Rallway concrete Chonggqing Light Railway (LRT) Concrete (Initial expansion flow of about 600mm and without slump
of these efforts have endowed us a favorable reputation from (China ‘four vertical and four horizontal’ high-speed railway Project) (The first railway applying straddle type overhead monorail in China) loss in one hrs, 2hurs slump loss within 40mm)
our high-speed railway concrete customers. .
The Yugian Express Railway Wangan Expressway v}f/ZJ ISZI::]“O"; . tentior by Lsi |
. Ithas a designed speed . ' e solved the problem of slump retention by using our newly
o Thfe route Ieadls from .Chong.qmg and pgsses through 200 kgplhour The bridges and tunnels of the whqle line occupy 58.25% 20.550meters products of slow-release slump retention agent, and adjust
o = . . . Qijiang, Tongzi, Zunyi and Xifeng to Guiyang North g of the total length. And there are 5 interchanges, 11 separate : the f la of KZJnoint 400G t t th ) ts of
S & Zhengkai Intercity Railway Station. The total length of the route is 345 km with 1 interchanges, and 2 flyovers in Wangmo-Youmai-Ceheng Bridges (66 seats) ¢ formua of Rapoin o meet e requirements o
“—O ... . . ; . . = N ) o compatibility and improve the concrete compactness to
o < Jiging High-speed Railway a total investment of 51.6 billion yuan, of which == 9 Yatta, and Qiaoma. The permanent construction area is reduce the chioride ion diffusion coefficient
e 8 Lianyungang to Yancheng Railway 112km are in Chongqing and 233km are in Guizhou. 3,167,002 m" and the construction period is 4 years. 17.227meters '
2> TSR KzJ Products Used for Yugian and Wangan Expressway Concrete Technical Requirements: Tunnels (17seats) 250meters Height _
a X = angjiakou _al way KZJ KZJpoint 400S & KZJpoint 400GR -High Range Polycarboxylic Superplasticizers Large-volume platform concrete, high-durability concrete, Xiamen Bus Rapid System BRT Project
o £ = Luoyvang Rallway Solutions: 33.6 km + and ultra-high water reducing rate; 53 +
© Yugian Express Railway || ¢ ; 38.5 km + . The concrete has good fluidity, good wrapping, moderate 26.5km +
o < oz ) ' ustomerized : o Gui Rail Transit Line 1 he co . . | Passage Ways .oKm
o) ) g JI‘nTaO Ra||wa‘y . Congrete Zhengzhou Rail Transit Line 2 ulyang Rail Iransit Line viscosity, <20mm slump lossin 2.5hrs and no pitted surface; Guiyang Urban Rail Transit Line 1
o <2 Ningbo Mountain Railway Admlftires
2 & & | Yongdi Railwa . . , .
S o "9 y 24hrs Job Site Chongging West Railway Station Hub
— € < | Guirong Expressway || Tectnical
N O
YOI

=== KZJ Concrete Admixtures in Applications
of High-speed Railway & C

ty Metro Lines 7= s

Zhengzhou Metro Line 4 & Line 5 Guangfo Metro Phase I I 2006 and used in the applications of more
ﬁ‘%d *‘I-z = than 60 high-speed railway projects. Our
e - = KZJ Products Used: th technical engi
002398.5z2 kzj.lets. g:,‘n\q "__,-ﬁ-'i ﬂ 'I—I- — The total length of line 4 is 30.135km with KzZJpoint 400S ks :]vzl}fabea?n 3204?hrsecfor:lciec::ig:e2’j a;ri
e — 28 stations and the length of line 5 is about pol - - pp.
= - 32 km with 29stations Polycarbboxylate Superplasticizer throughout every phase of the construction
. (TR " i f
F_;I_I_I_H._:LL Y The main line of them are laid underground. KZJcontrol 600SR i — REocess. Thg LR 0 RLeLI e
c te Tech | Di ff' I Set Retarding Admixture solutions to give extra reassurance are our
oncrete Technical Difficulties
Since the overall quality of the local fly ash in Guangzhou and Foshan i . usms developmentpollcy t our

1.The slump needs to be 200£20mm on site after 2hrs transportation.
2. Concrete is high sensitive to the using amount of cement

which lead to construction difficulty.
3. The raw materials fluctuate greatly and the slump loss problem is severe.

fluctuated greatly.The batching plant has required to make customerized
admixtures to fit well with their fluctuated quality aggregates. and we did
it by using of KZJpoint 400S and KZJcontrol 600SR.

4. Poor concrete workability, not easy to pump. Along with our KZJpoint 400S and KZJcontrol 600SR, the viscosity of the
KZJ Solutions: concrete is greatly reduced, and the concrete collapse is obviously improved.
KZJpoint 4008 is the the solution to solve the slump loss problem in summer Meanwhile, our admixtures can also adapt to three kinds of fly ash materials,
and put the low-sensitive PCE material in KZJpoint 400S to make admixture which meet the technical requirements of no slump loss in 2 hrs and

fit well with the sensitive cement and fluctuated aggregates. slump lossof less than 4cm in 3hrs.




KZJ Superplasticizers for Piles Concrete

Item No.: KZJpoint 400Q

It is made from our KZJpoint 300Q (High early Strength PCE) Material which is
designed for autoclave-free high-strength pipe pile concrete, precast concrete
and prestress concrete. It complies with GB 8076 and ASTM C494 Type E.

KZJpoint 400Q

Item No.: KZJspark 400S
The traditional nathphalene-based
superplasticizer with steam curing

treatment for pile concrete.
il P,

=~

High early Strength Polycarboxylate
Superplasticizer in Non-autoclaved

Piles Concrete

Normally and traditionally, pipe pile conpany will choose naphthalene-based
superplasticizer firstly as the Naphthalene-based superplasticizer has
been developed in the last century and the technology of it has been used
all around the world. Nowadays, with the applications of polycarboxylate
superplasticizer in pipe pile company successfully, Polycarboxylate
superplasticizer has been popular in China recently.Since there is limited
precedent for mass production in overseas market with PCE products,
KZJ China would like to be the pacemaker of technical promoting the high
early strength polycarboxylate Superplasticizer under steam curing or
Non-autoclaved curing by the different formula in the KZJpoint 400Q.
Our rich experience of R&D in PCE and concrete technology from our
many customers of pipe piles companies in the last five years, such as TianHai
Pipe Pile company group and Beiwant Pipe Piles concrete, would benefit
our overseas customers of pipe pile companies.

The Advantages of KZJpoint 400Q

High Water Reducing Ratio

The water-reducing mechanism and principle of polycarboxylate
superplasticizer is different from naphthalene-based superplasticizer.
When it is used on pipe piles, the viscosity of concrete becomes
significantly great with more than 500kg cementious materials/m3, and
the heavy viscosity must be improved with KZJpoint 400Q. On the other
hand, the special mould process of the pipe pile makes the proper increase
of the water-cement ratio not adversely affect its strength.

Pile Concrete with KZJpoint 400Q under steam curing with the temperature
of 60~80 degree can reach 70%~80% of the designed strength in 12hrs,
If It is under natural curing (non-Autoclaved), the strength devevlops to
60~70% of designed strength in 12hrs and 100% of the designed strength
in 3 days which meets the standard requirement of GB13476.

Good Adaptability and Plasticity

KZJpoint 400Q has better adaptability to various cement, flyash, slag, silica
fume, and the initial slump of 50-90mm will be achieved easily, which
meets the requirements of feeding pouring and centrifugal molding process.

Tianhai Group High-strength C80
Non-Autoclaved Pipe Pile Concrete

Pile Concrete Technical Probblems KZJ have solved by KZJpoint 400Q

1. The heavy viscosity of pile concrete

2. Sensitivity in production: the change of sand moisture content, the
fluctuation of slump adjustment is relatively great.

3. The slump loss problem of carboxylic acid in production:
It is mixed with fine sand, and its adsorption is relatively large, which
leads to the reduction of effective ingredients and the slump retention
ability is also greatly affected.

Application of High Early Strength
Polycarboxylate Superplasticizer
in Beiwang Pipe Pile Concrete

With the unremitting efforts of the technicians in Beiwang pipe pile, we
successfully solved problems of the setting time, static stop process,
less residual slurry and excessive stickiness of the pipe pile comcrete
produced by using polycarboxylate superplasticizer and other issues.
Beiwang pipe pile has been using KZJpoint 400Q for more than 3 years
and the production condition is good.




