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Fermator
VF5+ Lift Door Controller

Perfect ReplacementVVVF4+/VF4+/VVVF5
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Fermator Official Partner

Products comply with European Commission EMC electromagnetic
compatibility standard 2014/30/EU.
Products comply with elevator product industry standards EN12015:
2014 and EN12016: 2013.



3

Fermator Original Supplier

High performance control with superior quality. With our most
competitive channel advantage, we offer you the best price in the world.
Let all of you enjoy the high quality and affordability simultaneously.
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Technical Support Personalized Service
We have a highly specialized and responsive technical team. Whether
you are faced with complex technical challenges or need immediate
support, they are able to respond quickly and provide excellent service.

160+
Covering

countries&regions

42+
Overseas agents

15+
China service

center

50+
After-sales service

team

One-to-one exclusive service

Thoughtful value-added services
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Interface Function

Power inputs

（5/6/7）

Control inputs

（8/9/10/11/12）

Serial port（13）

PHOTOCELL

（17/18/19/20）

Other inputs

（26/21/25/23）

Output relays and LED

indicators（30-41）

Test button（50）

Auto adjustment button（51）

Close speed（52） Open speed（53）

Safety（54）

1 & 2 Inputs（1）

Motor（56）

ON / OFF Switch（57）

Hall door type setting（2）

Door opening mode

setting（3）

Master-slave status

setting（4）

Encoder（55）
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POWER SUPPLY INVERTER

AC voltage range 230V AC+10%,-15% Carrier frequency 16 KHz

Frequency supply 50...60Hz Frequency range 0,5...100Hz

Stand by power 50 mA 4 W Voltage range 40...200 V AC III
Nominal power

(PM motor) 0,21A 20W Maximum output
current 4A

Maximum peak power 1,31A 170W Positional control Quadrature encoder

PMMOTOR VF MOTOR
Synchronous

permanent magnet 10 pole Asynchronous triphasic 6 pole

Voltage supply 88V Voltage supply 230V

Power 63 W Power 250 W

Nominal torque 1N·m Nominal torque 1,5N·m

Nominal speed 600 RPM Nominal speed 900 RPM

Insulation class F-155°C Insulation class F-155°C

INPUTS OUTPUTS

Impedance 20KΩ Relay contacts Normally closed

Voltage
12V DC to 60V DC,
100V AC to 230V AC

Relay power 50 mW

PERFORMANCE Response time 5ms

Open Speed 200...700 mm/s Output current ≤150 mA

Close speed 150...400 mm/s Voltage 230V AC

Safety force 60...150N adjustable / /

Technical Parameters
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Application Scope
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CHOOSE US ANDWORK TOGETHER

FOR A BETTER FUTURE

Worldwide
Service Hotline

EMAIL
Quick Reply

WhatsApp
Real Time Communication

On Site Services
Quick Response


