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1.Description

This series of household dual power automatic transfer switchis
the late st micro household power transfer switch developed by
our company. The switch belongs to the PC class infrequent
transfer switch , two positions structure , suitabl e for AC 50 /
60Hz , rated current 6A - 63A AC power distributi on system,
mainly used to detect whether the user's power supply is normal
or standby. When the common power supply is abnormal ,
immediately switch to the standby power supply, Switch inside
the used mechanical and electric interlock, put an end to clear
condition of two way power switch at the same time. so as to
ensure the continuity, reliability and security of the power supply.

2.Type And Meaning
OO o-UOMA/OJDOR

Working mode:

R:self-input and self-recover
Rated current:

6A. 10A, 16A, 20A, 25A,
32A. 40A, 50A, 63A

Pole: 4P

Product code: MA(2 position)
Frame class:63

Design code

Electrical level: PC class
Enterprise code




3.Performance And Features

® The excitation electromagnet is adopted for actuation,

the conversion speed is extremely fast, and the control
voltage is AC220V(AC110V can be customized).

@® The switch body is provided with power—on indication of

common power supply/standby power supply, and the
switch state is clear.

® Automatic mode has the function of self-input and self-
recover. When two power supplies exist at the same time,
the common power supply gives priority to power supply.

® Rail installation mode, modular structure design, total

weight < 0.9Kg,compact structure, small volume and
convenient installation and maintenance.

4.Main Technical Parameters

Frame Class 63

Rate Working Currentle 6A | 10A | 16A | 20A | 25A | 32A | 40A | 50A | 63A
Rated Insulation Voltage Ui 690V

Rated Impulse Withstand Voltage Uimp 8kV

Rated Working Voltage Ue AC400V

Rated Frequency 50/60Hz

Using Category AC-31B

Transfer Time <70ms

Mechanical life =6000 times

Electrical life =1500 times




5.Working Conditions

The operating ambient temperature ranges from -5°C to

+40°C ,and the average temperature within 24 hours does
not exceed +35°C . The storage ambient temperature
ranges from -25 °C to +55°C, and can reach +70°C in a
short time (within 24 hours).

The altitude of the installation site not
exceed 2000m.

® The relative humidity of the air at the installation site does

not exceed 50% when the ambient air temperature is +40
°C .The relative humidity can be higher at a lower
temperature. For example, when the average minimum
temperature in the wettest month is +20°C |, the monthly
average maximum relative humidity can reach 90%.
Appropriate measures should be taken to prevent
condensation due to temperature changes.

@® Pollution Class 3 (conductive pollution, or dry non conductive

pollution to conductive due to condensation). ATS can be
installed in the cabinet vertically or horizontally. If you have
special installation requirements, please contact us.

The protection grade of the shell is Ip30.
Overvoltage category: Main circuit Class I11;

Control and auxiliary circuits, Class II.



6.Precautions Before Operation

Operate the clearance to check whether the input voltage
is comply with requirements control voltage is AC220V,
switch to normal working voltage range required for
AC187V -AC253V,

® This switch has an undervoltage detection function

(single-phase detection). When the phase of the | power
supply is missing or the voltage is below 165V, the
switch switches to the Il power supply (provided that the
voltage of the |l power supply is greater than 187V).
When the voltage of the | power supply recovers to
above 187V, the switch automatically returns to the |
power supply.

® First, test whether the ATS works normally in the manual

state. Then, set the toggle switch to the automatic
position for testing. Only after the ATS is qualified can it
be putinto use.

® If you need to operate the switch manually, you must first

toggle the mode switch to the "manual” mode.



7.Product Structure

Common electric

control signal input
and closing feedback Standby power side closing Backup power
terminal mechanical indication input

Common power supply |
has power indicator
manual automatic L _

Manual / automatic
Mode switch |

Backup control signd
input and closing
feedback end

Common power

supply side Mechanical
closing instructions

8.0utline And Installing Dimensions
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9.Productinstallation And Wiring
[ 1 One-piece:
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£ Use of environmentally friendly printing paper

ZHEJIANG LVMA IMPORT AND EXPORT CO., LTD.
Mobile: 18157733126

E-mail: info@lvma-ele.com

Http: www.lvma-ele.com

ADD: No. 6688, Xuyang Road, Chengdong Street,
Yueqing City, Wenzhou City, Zhejiang Province

(9th Floor, Building 5, Headquarters Economic Park)
Suggest sending the manual to the final user!
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