
Professional Woven Bag/Jumbo Bag Solution Supplier

PRODUCT BROCHURE

Linyi Silk Road International Trade Co., LTD
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J umb o  B a g  F a c t o r y :   N a t i o n a l  H i g hw a y  2 0 5  a n d  
S h i x i n  R o a d ,  D u o z h u a n g  T o w n ,  
M e n g y a n g  C o u n t y ,  L i n y i  C i t y ,  S h a n d o n g  P r o v i n c e
W o v e n  B a g  F a c t o r y :  J i n l u o  I n d u s t r i a l  P a r k ,  
B a n c h e n g  T o w n ,  L a n s h a n  D i s t r i c t ,  
L i n y i  C i t y ,  S h a n d o n g  P r o v i n c e

Global Industrial Packaging Solutions Expert

Stacy 
15910151527

Elena 
19016499589

Freda 
13355069489

Cirra 
19015396137
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Enterprise Strength And Brand Choice　

Product Matrix Comprehensive Coverage

Technical Analysis And Quality Assurance

Global Case, Witness And Trust

０１－０３

０４－４０

４１－５０

５１－６０

Message From Founder

Caring 
Service

Contact Us

Respected partners:

Twenty years ago, when I stood in a warehouse full of raw materials and watched workers struggling to 

move bulk goods, a question always lingered in my mind: how to make industrial packaging not only 

carry weight but also convey value? Starting from the first second-hand sewing machine, to today's 

intelligent production line around the clock, we always believe that the jumbo bag is not only a

 container for goods, but also a “guardian” of the industry chain. The corrosiveness of chemical raw 

materials, the risk of  dust from mineral powders, the hygienic requirements of food additives.... ...

Every breakthrough in technical details comes from listening to customers' pain points.

We are honored that our products have been serving our business partners in more than 30 countries

 around the world, but what makes us feel more comfortable than the numbers is the words 

“We feel at ease using your jumbo bags” received from our customers. This trust makes us press one 

more seam line when weaving the base fabric, and do one more drop test before leaving the 

factory - the “super standard” of quality is the “most basic” of commitment.

Standing at the starting point of a new decade, we will continue to explore the innovative boundaries

of functional packaging, so that every jumbo bag can become a "silent comrade" in your supply chain. 

We look forward to working with you to make the world more efficient and safer with the power of 

packaging.

Founder of Linyi Silk Road International Trade Co., LTD: Yan Q

Patiently answer customer questions and receive timely and accurate 

customer feedback to improve our products and better service.

Linyi Silk Road International Trade Co., LTD
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Resilience: 
A revolution in the warehouse.The 
production line was transformed 
within 72 hours, with a total 
production capacity of 1.2 million 
pieces per year.

Smart manufacturing: 
Introducing high-speed looms.
Improve the production efficiency of 
the base fabric by 300%, and realize 
the digital tracking of the whole 
process of order.

Laying the foundation: 
the awakening year of the quality 
system.Built the industry's first 
visualization of quality control 
assembly line, realizing real-time 
tracking of production data.

Breaking out of the cocoon: 
A revolution started in the rehouse
The founding team established 
the first factory in Linyi, Shandong, 
focusing on the production of 
industrial bulk bags.

2020

2019

2018

2017

Beyond: 
Redefining the future of 
packaging.Our services cover 80 
countries, and one of our jumbo 
bags is shipped to the world every 
3 minutes.

2025

Fusion: 
Global annual production capacity 
exceeds 8 million.Independently 
developed "double-warp and 
double-weft base fabric weaving 
technology" to solve the pain 
point of traditional jumbo bags 
that are prone to side leakage.

2024

Innovation: 
Proofing compressed from 7 days 
to 8 hours.Passed the quality 
management system certification 
and established 19 .process 
inspection standards.

2023

Leading: 
Building an automated 
three-dimensional warehouse.
Warehousing efficiency has 
increased by 400%, serving a total 
of 500 customers, and products 
cover 47 countries.

2022

Going abroad: 
Going abroad is the first step towards global trade.
Invested in a foreign trade team to establish 
overseas markets and signed 5-year exclusive 
supply agreements with a number of companies.

2021

01 02��������

Enterprise Strength and Brand Choice
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01 ENTERPRISE PROFILE

Linyi Silk Road International Trade Co., LTD was established in 2018 and is headquartered in Linyi City, Shandong Province. It is an 

enterprise integrating the research and development, production, sales and service of packaging products such as woven bags and 

jumbo bags. The company adheres to the core values of "honesty, professionalism, dedication, cooperation and innovation", takes 

intelligent manufacturing as the driving force, and is committed to providing global customers with cost-effective packaging 

solutions. It has now become an influential leading enterprise in the plastic weaving industry. As the chairman unit of the plastic 

weaving industry, Linyi Silk Road International Trade Co., LTD has always taken "shaping industry benchmarks" as its mission, and 

through continuous technological innovation and resource integration, it promotes the standardization and intelligent 

development of the industry, and helps customers reduce costs and increase efficiency. With the vision of "creating a 10 billion 

enterprise and establishing a century-old heritage", the company adheres to the path of professional and international development, 

and is committed to creating a world-leading industrial ecology, creating value for customers, and contributing to the sustainable 

development of society.

Linyi Silk Road International Trade Co., LTD-weave the future with technology and connect the world with quality!

square meters30000
 of total area  processing plants

50
 

150
circular looms

600
 More than 600 employees

hours24
cloud monitoring fully 
automatic batching system

years18
of experience in 
plastic weaving 
industry

Serving more than 3,000 

companies worldwide

Exported to more than ten 

countries and regions including 

Asia, Europe, and the Middle East

Covering chemical, building materials, 

agriculture and other fields

To connect the world through service and create a better life for more people.

To build a 10-billion enterprise and establish a legacy that lasts a century.

Integrity · Professionalism · Dedication · Collaboration · Innovation

People-oriented at the core, win-win as the goal — lead by example in both words and actions.

Craftsmanship Quality Intelligence Efficiency

Actively learn and apply

Sincerity, Enthusiasm, Professionalism, High Efficiency

Put people first, promote meritocracy, ensure fair evaluation, and empower employee growth.

Stay self-disciplined and refrain from unnecessary disputes.

When everyone thrives, we all rise together.

Mission

Vision

Core Values

Managemen

Business

Learning 

Service

Talent 

 Culture

Aspiration

03����
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FDA

International Certification

ISO 9001:2016 Quality Management System Certification

FDA Food Contact Material Certification

  Oeko-Tex Standard100 Eco-Textile Certification

�����������������

U-Shaped
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Enterprise Strength and Brand Choice
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Ton Bag Ton pack
 semi-finished 
products series

　　Base fabric (coatable)

Color: Colored base fabric/White base fabric

Material Ratio: 3%、5%、10%、15%、20%、25%

Weight/Thickness：135/140/145/150/155/160/165

/170/175/180(The rest can be customized to 200 grams)

Specifications：100/110/120/130/140/150/160/173/

180/190/200/210/220/240  Customized Size

Advantages: tensile strength, weather resistance, 

corrosion resistance, uniform weaving

Anti-oxidation UV/anti-ultraviolet

3%、160g、customizable

Industrial field: building materials (cement, mineral powder), 

chemical raw materials(granules, powders), metallurgical products. 

Agriculture: Moisture-proof storage of grain (rice, wheat), feed, and fertilizer.

Special scenarios: anti-static base fabric (suitable for flammable and explosive products), 

conductive base fabric (precision electronic component packaging).

Factory area

㎡30000
Production equipment

units 200
Warehouse stock

tons5000
 Regular stock

million pieces3 
　　Loops

　　One-stop jumbo bag solution

High-strength material: 
woven with high-strength polyester yarn, with a tensile

strength of 2 tons, suitable for extreme environments. 

Safety Technology: 
non-slip wear-resistant edge treatment, sewing 
reinforcement, to eliminate the risk of breakage, 
to protect the safety of lifting.

Weave Structure: 
Cross Weave 1.5 Ton.

Surface treatment: 
Silicone anti-slip texture/abrasion-resistant PVC
coating/anti-freeze cracking modification.

Loops Material: 
new material polypropylene PP granule

22 base fabrics x 15 loops x 9 

types of accessories = 2970 

safety options.

Flexible combinations
We always have over 10,000 
standard components in 
stock and can assemble 
them within 48 hours.

rapid response

From raw material particles 

to finished sutures, each link 

has independent quality 

Fully controllable

Real-time scrolling raw 

material testing pass rate / 

loops breaking force test 

value

Data dashboard

Core
 Advantages
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Ton Bag Jumbo Bag Finished 
Product Series

　　Specifications

　　Four-Loop balanced force system

Four-Loop Cross
 Bottom Jumbo Bag/FIBC

Four-Loop Cross Bottom Jumbo Bag/FIBC, 

also known as four-loop container bag, is a 

flexible packaging container designed for 

the transportation of heavy bulk materials. 

The Four-Loop are woven with high-strength 
polyester to ensure uniform force and avoid tilting 
or tipping during lifting. 

Series Bottom-supported series Non-bottom-supported 

Product name：

Load range

Core difference

Applicable scenarios

1.5 tons - 3 tons 0.8tons -1.3 tons

Four-Loop Cross Bottom Jumbo Bag/FIBC

Product color： white, black, yellow

Load-bearing capacity： can be customized according to size

Material： Brand new polypropylene pp particles

Product specifications： any size can be customized

Bottom reinforcement structure 
to disperse bottom pressure 

No bottom reinforcement
lightweight design

Granular/powdery heavy goods 

(such as mineral powder, fertilizer)
Lightweight regular goods 
(such as textiles, granules)

Symmetrical distribution

Single-loop tensile strength ≥ two-loop jumbo 
bag, suitable for heavy machinery lifting to 
ensure the safety of high-altitude operations.

Upgraded tensile strength

Increase
 efficiency 

and reduce costs

Reduce 
breakage rate

Reduce 
cargo

 damage 
Recycle

09����
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　　核心优势

　　Two-loop - parallel bottom support / oblique fork bottom support 

　　Specifications

Product name： Two-loop cross bottom Jumbo Bag/ FIBC 

(parallel bottom support,

 oblique fork bottom support)

Product color: white, black, yellow

Load-bearing 
capacity:  

can be customized

 according to s ize

Material: Brand new material polypropylene PP particles

Product specifications: any size can be customized

High-density PP 
weaving

redundant

breaking force
 design

lightweight 
scenarios

Two-loop  Jumbo Bag/ FIBC
Two-loop  Jumbo Bag/ FIBC is a jumbo bag with a symmetrical layout of two lifting points, suitable 
for the rapid turnover of goods within 1 ton. The loops spacing is precisely calibrated, compatible 
with all types of forklifts/lifting equipment, and one person can complete the loading in 5 minutes. 
Compared with the four-loop model, it saves 15% of material costs and reduces the weight of a 
single bag by 0.8-1.2kg.

5000+
products 

in stock

15%
 saving in 

material costs

1.2kg
weight 

reduction

40%
stacking stability 

improvement

Parallel support - rigid support
oblique fork bottom support
 — flexible shock absorption

Structural design
The bottom is crisscrossed with 
high-strength woven belts to form a 
"three-dimensional grid skeleton" to 
densely reinforce key stress points.

Hard core load-bearing
Single-layer grid has high pressure-bearing 
strength and is specially designed for 
high-density powder materials (such as 
cement and mineral powder). It will not 
collapse after long-term stacking.

Scene adaptation
Heavy industry: such as building material 
powder, chemical powder closed packaging;
High-risk materials: storage and 
transportation of corrosive raw materials 
that are prone to dust and require high 
stability.

Structural design
The bottom adopts "X-shaped elastic 
mechanical layout", and the oblique cross 
belts form a dynamic buffer triangle area to 
absorb impact energy.

Core advantages
It disperses more than 60% of the impact 
force during transportation bumps, 
protecting the integrity of brittle materials 
such as corn and plastic particles; it reduces 
the deadweight by 15% compared to the 
traditional tic-tac-toe bottom support, and 
increases the single-bag cycle handling 
efficiency by 20%.

Scenario adaptation
Bulk transportation of agricultural products: 
shock-proof packaging of fragile particles 
such as rice and beans.

11����
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Linyi Silk Road International Trade Co., LTD was established in 2018 and is headquartered in Linyi City, Shandong Province. It is an 

enterprise integrating the research and development, production, sales and service of packaging products such as woven bags and 

jumbo bags. The company adheres to the core values of "honesty, professionalism, dedication, cooperation and innovation", takes 

intelligent manufacturing as the driving force, and is committed to providing global customers with cost-effective packaging 

solutions. It has now become an influential leading enterprise in the plastic weaving industry. As the chairman unit of the plastic 

weaving industry, Linyi Silk Road International Trade Co., LTD has always taken "shaping industry benchmarks" as its mission, and 

through continuous technological innovation and resource integration, it promotes the standardization and intelligent 

development of the industry, and helps customers reduce costs and increase efficiency. With the vision of "creating a 10 billion 

enterprise and establishing a century-old heritage", the company adheres to the path of professional and international development, 

and is committed to creating a world-leading industrial ecology, creating value for customers, and contributing to the sustainable 

development of society.

Linyi Silk Road International Trade Co., LTD-weave the future with technology and connect the world with quality!

　　Specifications

　　I nternal Sling FIBC

3D three-dimensional 
reinforcement 

structure

Filling density 
reaches 98%

Automatic 
pressure balance

High-strength PP 
"reinforcement ribs"

Internal Sling series
Internal Sling FIBC is a flexible container bag with high-strength woven belts (tension bars) 

embedded inside the bag body. The internal tension bars form a three-dimensional support network 

for the bag body to prevent the bag body from expanding and deforming or stress concentration 

after loading, which significantly improves the compression resistance, stability and load-bearing 

capacity of the jumbo bag. It is especially suitable for transporting powdery or granular materials 

that are easy to expand and have strong fluidity.

Product name Internal Sling FIBC

Product color: white, black, yellow

Load-bearing capacity can be customized according to size

Material  new polypropylene PP granules

Product specifications any size can be customized

Maximum load-bearing capacity Double-layer reinforced structure exceeds 3 tons load

Circular economy The reinforcement ribs can be removed and replaced and the number of times a single bag can be reused is ≥ 8 times

Cost reconstruction economic benefits are calculated by "reuse 8 times + 0.65% consumption reduction"

Scenario-specific Provide targeted solutions in the chemical/mineral/food sectors

 Dense loading
powder filling density reaches 98%, reducing the risk of stacking overturning 
caused by volume shrinkage after transportation

Dimensions Ordinary jumbo bag

Internal structure

Strong anti-expansion

Upper load-bearing
 limit

With vertical/horizontal
 reinforcement grid

Without internal 
reinforcement

Very strong, the bag is square Easy to expand and deform

30%-50% higher Normal load-bearing

Applicable materials
Powder/granules with strong
 fluidity and easy expansion

Regular granules or low 
fluidity materials

Cost 15%-25% higher Low

Three-dimensional mesh 
support structure

lateral pressure resistance 
increased by 200%

reinforcement ribs 
connected to the bag body

UV aging resistance and high
 temperature resistance

explosion-proof and 
anti-static series

redundant load-bearing
 insurance

seamless 
heat-sealing process

no secondary renovation 
of jumbo bags

Innovation Safety

Internal Sling FIBC

13����
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　　U-Shaped FIBC   vs   Ordinary jumbo bag  

　　Application Scenario 　　Core Technology

U-shaped bag series
U-Shaped FIBC is a flexible container bag that improves load-bearing stability through the design of 

U-shaped reinforcement belts at the bottom or sides. Its core feature is that a U-shaped high-strength 

woven belt is embedded at the bottom or side of the bag to form a "U"-shaped three-dimensional 

support structure, which effectively disperses the material pressure and prevents the bag from 

expanding and deforming. It is especially suitable for the transportation and stacking of heavy, 

easy-flowing or easy-expanding materials.

　　Specifications

Product name： U-shaped bag series

Product color： white, black, yellow

Load-bearing 
capacity：

can be customized according to size

Material： Brand new polypropylene pp particles

Product 
specifications：

any size can be customized

Increase efficiency 
reduce costs

Reduce breakage rate 

Reduce cargo damage

Prevent expansion

High density compilation

Recycle

U-Shaped FIBC

Bottom/side U-shaped 
reinforcement strip

Keep the cube shape

20%-35% higher

Powder/granules with 
strong fluidity and 
easy expansion

Structural 
design

Deformation 
resistance

Upper limit 
of load

Applicable 
materials

Ordinary jumbo bag

No additional 
reinforcement structure

Easy to expand, easy 
to tilt when stacked

Standard load-bearing range

Regular low flow materials

Heavy industry

Mineral powder: suppresses dust leakage 
and is suitable for heavy lifting equipment in 
ports.
Chemical powder: moisture-proof and 
pressure-resistant transportation of titanium 
dioxide and calcium carbonate.

Agriculture and food industry

Grain storage and transportation: 
Anti-collapse bag stacking of rice and wheat 
to reduce waste of storage space.
Feed additives: leak-proof packaging for 
highly fluid premixes.

Bottom U-belt

The high-strength polyester/PP woven belt is 
distributed in a U shape at the bottom of the 
jumbo bag to form a "tray-like" support to 
prevent bulging or tearing at the bottom.

Side U-shaped belt

The longitudinal U-shaped bags on both 
sides of the bag body enhance the lateral 
compression resistance and reduce the 
lateral deformation during stacking.

Pressure distribution

The U-shaped belt directs the weight of the 
material to the four corners of the bag and 
the lifting loop, reducing stress 
concentration in the central area.
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AntistaticFIBC is a container bag specially designed for transporting and storing 

flammable, explosive and electrostatically sensitive materials. It can effectively remove 

static electricity through special materials or process treatment to avoid sparks or 

explosions caused by static electricity accumulation. It is an essential safety packaging 

container for high-risk industries such as chemical, electronic, and pharmaceutical industries.

Safe and explosion-proof 

Eliminate static sparks and avoid ignition of volatile gases or dusts (e.g. sulfur and phosphorus, 

aluminum powder, coal dust).

Strong adaptability 

can be customized with four loops jumbo bag with flat bottom, bottom bracket structure, load 

range 1-4 tons, compatible with heavy machinery lifting. 

Supports additional functions such as moisture-proof, UV protection, and breathable valve. 
Comply with EN61340-5-1 

standard

 Multi-layer shielding 
structure

Construct three-dimensional 
conductive network

 Anti-electromagnetic
 interference coating

Anti-static series jumbo bag

　　Specifications

Product name：
Anti-static series
 jumbo bag

Product color： white, black, yellow

Load bearing：
can be customized
 according to size

Material：
new material
 pp particles

Product specifications：
can be customized 
to any size

　　Application Scenarios 　　Core technology

Chemical Industry

Flammable and explosive chemicals: sulfur, 
nitrocellulose, organic solvents.
Easy oxidation powder: metal powder 
(aluminum, magnesium), carbon black, 
dyeing section.

Electronic industry

Electrostatic sensitive components: 
integrated circuits, semiconductor 
materials, precision instrument packaging.

Energy field 

Dust explosion-proof: storage and 
transportation of coal powder, wood chips, 
starch.

Compliant and reliable

Base cloth conductivity: Embedded 
conductive filaments (e.g. carbon fiber, 
stainless steel wire) in polypropylene (PP) 
woven fabric to form a conductive network.

Grounding design

Conductive tape or metal hooks are set on 
the surface of the tonnage package to 
connect with the ground or equipment to 
conduct away the static charge in time

17����
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Powdered/granular 
materials: such as cement, 
fertilizer, plastic granules, grain, 
etc.
Material with high fluidity: 
The circular structure reduces the 
dead corners where materials 
accumulate, making it easier to 
completely empty them.
Environment requiring 
frequent lifting: 
such as ports, chemical plants, 
grain storage, etc.

Application scenarios

The overall design is cylindrical, 
with a loading port on the top and 
a discharge port on the bottom 
(which can be designed as an 
open or sealed bottom); it is made 
of high-strength polypropylene 
(PP) or polyethylene (PE) woven 
fabric, and the inner layer can be 
coated with moisture-proof and 
anti-static coatings; it generally 
bears 0.5-2 tons, depending on 
the size and material strength. 

Core technologTon Bag 　Customized Series

Round jumbo bag
Round jumbo bag is a flexible container bag with 
a cylindrical three-dimensional structure. It is 
cylindrical in shape and is mainly used to load and 
transport bulk materials (such as powder, 
granules, and blocky goods). It breaks through 
the physical limitations of traditional square 
jumbo bags through annular force design and 
seamless technology. It is specially designed for 
the transportation of materials with strong 
fluidity, easy leakage, or high cleanliness 
requirements.

　　Specifications

Product name： Round jumbo bag

Product color： White, black, yellow

Load bearing： Can be customized 
according to size

Material：
New material polypropylene pp 
particles/recycled material

Product 
specifications：

Can be customized
 to any size

　　Round Big Bags vs Square Big Bags

Round Big Bags

 Auxiliary tools are needed 
for stacking. Easy to roll 

Occupies a large space 
(cylinder gap)

No dead corners
more thorough unloading

Materials with strong 
fluidity and easy sliding

Stability

Space 
utilization

Unloading 
efficiency

Applicable 
materials

Square Big Bags

Can be stacked independently 
and stably

Fits well with containers or shelves
 high space utilization

Material may remain
 in the corners

Blocky and sticky materials

Uniform
 force

sling 
design

anti-slip 
treatment

redundant 
load-bearing

Industrial container with 360°balanced force
a structural packaging solution designed for fluids, powders and high-demand bulk 

materials.
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Square jumbo bag
Square jumbo bag is a common design form of container bag (FIBC), which is in the shape of a cube or 

a cuboid and is widely used for the storage, transportation and handling of bulk materials. The flexible 

container bag with a cube structure is adapted to the global mainstream logistics system through 

modular design and standardized interfaces. It is specially designed for bulk dry particles, powders 

and regular-shaped materials, and occupies more than 75% of the global jumbo bag market.

　　Specifications

Product name:  Square jumbo bag

Product color: White, black, yellow

Load bearing:  Can be customized according to s ize

Material: New material polypropylene pp particles

Product specifications: Can be customized to any size

Three-dimensional 
frame design

Anti-slip 
treatment

Inlet and outlet Leak-proof 
upgrade

The cube shape is suitable for standard pallets

compatible with 80% of 
forklifts/lifting equipment

standardized production reduces 
manufacturing costs by 15%-20%

stacking stability reaches 4 layers (2 tons)

and the wear resistance of braided 
double-layer reinforcement is improved

Square 
design

storage space utilization rate increased by 25%

logistics recovery cost saved by 40%

 turnover efficiency increased by 30%

Process introduction Applicable scenarios

Cube/rectangular body：The bottom is 
crisscrossed with high-strength woven belts 
to form a "three-dimensional grid skeleton" 
to densely reinforce key stress points.

Advantages: Stable structure, can be 
stacked independently, fit the container or 
shelf space, and increase loading density.

Disadvantages: Materials may remain in 
the corners, and auxiliary beating or 
vibration is required during unloading.

Sling design: 4-6 high-strength slings are 
equipped on the top or side, suitable for 
forklifts, cranes or cranes.

Unloading method: The bottom can be 
designed as full opening, side opening or 
valve-controlled unloading, which can 
flexibly adapt to different scene 
requirements. 

Block/viscous materials: such as ore, coal, 
feed, scrap metal and other materials that 
are not easy to flow.

High-density stacking: when the space 
needs to be maximized in warehousing or 
container transportation.
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Top duffle

Large size: usually covers a larger area of 
jumbo bags, and the opening size is 
significantly larger than ordinary 
packaging bags, which is convenient for 
materials to enter and exit quickly. It is 
made of high-strength polypropylene 
material with a lamination, which has good 
wear resistance, moisture resistance and 
waterproof performance.

　　Structural features

　　Advantages

Mining material transportation, chemical raw 

material packaging, construction material 

handling

　　Application scenarios

Mining material transportation, chemical raw 

material packaging, construction material 

handling

　　Applicable people

Top duffle with 
bottom spout

The top duffle (sealing cloth/skirt cloth) 
adopts high-density weaving technology, 
with a lamination on the outside, and a firm 
tie design, which can fit the bag mouth 
tightly. The feeding mouth is equipped 
with a tie rope and a blocking cloth to form 
a 360° fully enclosed protection.

　　Structural features

Efficient loading and unloading methods are required. The top duffle is convenient for quick filling, 
and the discharge spout is convenient for accurate unloading, reducing dust flying and material 
waste, and improving construction efficiency.

The top duffle design allows materials to be quickly loaded and unloaded from the jumbo bag, greatly 
shortening loading and unloading time and improving work efficiency.
The tough material and good sealing can effectively protect the materials from moisture and 
contamination during transportation and storage, ensuring the quality of the materials. The 
high-strength material and reinforced edges make the top duffle jumbo bag have a long service life 
and can be reused, reducing packaging costs. It can adapt to many different types of materials, 
whether it is powder, granular or block materials, they can be packaged and transported through 
large-mouthed cloth jumbo bags.

　　Advantages

Chemical raw material packaging, 

construction material transportation, mineral 

product loading and unloading

　　Application scenarios

Production companies such as chemical, building materials, grain processing, and mining can use this 

jumbo bag to package and transport products, improve production efficiency, and reduce packaging 

costs. It can be easily transported in containers, easy to load and unload, and improve logistics 

efficiency, and reduce losses and risks in the logistics process. It is conducive to the stacking and 

storage of goods, convenient for management and inventory counting, and goods can be taken on 

demand through the unloading port, reducing the workload of inventory management.

　　Applicable people
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It is convenient for large equipment or 
conveying pipelines to connect and feed 
materials, and can quickly and efficiently 
load materials into jumbo bags.
The shape is mostly circular, and the 
circular top spout is easy to connect with 
the circular conveying pipeline, and the 
sealing performance is good.

Top spout

Bottom spout

Usually located at the bottom of the jumbo 
bag, it is convenient for the material to flow 
out naturally by gravity. The discharge port is 
easy to process and has good sealing 
performance; in order to prevent leakage of 
materials during transportation and storage, 
the discharge port is generally equipped with 
a sealing structure, such as a zipper, rope tie 
or sealing cover. Some sealing devices also 
have good moisture-proof and dust-proof 
properties, which can protect the quality of 
the material.

　　Structural features

　　Application scenarios

　　Applicable people

　　Structural features

In the chemical, plastic, building materials and other industries, it is used to transport large amounts 
of powdered and granular raw materials from storage tanks or production equipment to jumbo bags 
for packaging.In grain processing, feed production and other scenarios, it can be used to load grain, 
feed raw materials, etc. into jumbo bags. In the ore processing and transportation links, the loading 
port can be used to load crushed and screened ore into jumbo bags for subsequent transportation 
and sales.

In the chemical, building materials and other industries, it is used to accurately transport raw 
materials in jumbo bags to production equipment.
In grain processing and storage, it can be used to transport grain in jumbo bags to processing 
equipment or storage containers. In logistics transfer and warehouse management, it is convenient 
to quickly unload the goods in the jumbo bags and transfer them to the designated location, 
improving logistics efficiency.

　　Application scenarios

The larger top spout is easy to operate, which can improve loading efficiency and reduce labor 
intensity.It helps to quickly complete the packaging and transportation of goods, improve logistics 
efficiency, and reduce the dwelling time of goods during loading and unloading.The design of the top 
spout facilitates the reception and storage of materials in the warehouse, and facilitates the accurate 
loading of materials into jumbo bags and neatly stacking.

　　Applicable people

Improve loading efficiency and facilitate docking equipment: Its shape and structure are easy to 
connect with various feeding equipment, such as screw conveyors, bucket elevators, etc., to achieve 
automatic feeding, reduce manual intervention, and improve the degree of automation and accuracy 
of production.

It is convenient for production workers to accurately add materials to production equipment, 
improving the accuracy and efficiency of production.
It is convenient to quickly unload goods while the sealing device can ensure the quality of inventory 
goods. And quickly unload goods after they arrive at the destination, reducing the time the goods 
stay on the transport.

Reduce material waste: The good docking between the top spout and the conveying equipment and 
the larger diameter can make the material enter the jumbo bag more smoothly, reduce the spillage 
and splashing of materials during the loading process, thereby reducing material waste.

　　Advantages
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Loading and unloading ports

　　Application scenarios

　　Advantages

The loading port is convenient for large equipment or conveying pipelines to connect and load 

materials, and can quickly and efficiently load materials into jumbo bags. The shape is mostly circular, 

and the circular loading port is convenient for connecting with the circular conveying pipeline, and 

has good sealing.

The unloading port is usually located at the bottom of the jumbo bag, which is convenient for the 

material to flow out naturally by gravity. The unloading port is easy to process and has good sealing; 

in order to prevent leakage of materials during transportation and storage, the unloading port is 

generally equipped with a sealing structure, such as a zipper, a rope tie or a sealing cover. Some 

sealing devices also have good moisture-proof and dust-proof properties, which can protect the 

quality of the materials.

Used to package and transport various chemical raw materials. Sand, gravel, cement and other 

construction materials can be loaded into jumbo bags through the loading port and transported to 

the construction site, and then unloaded from the unloading port for construction. During grain 

storage and processing, wheat, corn and other grains are loaded into jumbo bags through the loading 

port for storage, and sent to processing equipment from the unloading port during processing.

　　Structural features

Convenient unloading: Whether in the warehouse, workshop or transport vehicle, the unloading port 

allows materials to be unloaded quickly and conveniently, reducing the labor intensity of manual 

unloading and improving unloading efficiency.

The sealing device can effectively prevent the material from being damp and contaminated, ensuring 

the stable quality of the material during storage and transportation, and reducing the loss caused by 

material deterioration or contamination.

　　Applicable people

The loading port is convenient for quick loading, and the unloading port is convenient for taking 

materials on demand, which improves production efficiency and inventory management efficiency. It 

helps to achieve fast loading and unloading of goods, improve logistics and transportation efficiency, 

and reduce the dwelling time of goods during transportation.

　　Advantages

Convenient unloading: Whether in the warehouse, workshop or transport vehicle, the unloading port 
allows materials to be unloaded quickly and conveniently, reducing the labor intensity of manual 
unloading and improving unloading efficiency.
The sealing device can effectively prevent the material from being damp and contaminated, ensuring 
the stable quality of the material during storage and transportation, and reducing the loss caused by 
material deterioration or contamination.
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Factory area

㎡30000

Production 
equipment

more than 
200 units 

Warehouse 
stock

t5000

Regular stock

pcs
300

Woven bag
　　Woven Bag Overview: Revolution in Materials and Uses

Material and process: mostly polypropylene 
(PP), a few polyethylene (PE). Production process: 
plastic particles → melt extrusion → stretching 
into flat wire → weaving into cloth → cutting and 
sewing into bags.

Lightweight and durable: light weight but 
strong load-bearing. Low cost: low price of raw 
materials, suitable for large-scale use, suitable for 
chemical and agricultural environments.

Size: common width 30-130 cm, customizable. 
Load-bearing: ranging from 10 kg to 50 kg, 
industrial bags are stronger. Type: divided into 
ordinary bags, moisture-proof bags, and 
UV-resistant bags according to function.

Woven bag is a common packaging 

container,which is mainly made of plastic 

flat yarn.Itis widely used because of its 

durability,portability and 

economy.Woven bags are plastic 

products withpolypropylene

(PP)orpolyethylene (PE)asthemain 

rawmaterials. They are woven into cloth 

after being stretched into flat yarns,and 

then sewn or glued into bags. Because its 

surface texture is similar to braided 

fabric,itis called "wovenbag""woven bag"

Common uses:
Agriculture: packaging and 

transportation of food, 

vegetables, and fertilizers.

Industry: storage of building 

materials (such as cement, sand) 

and chemical raw materials.

Logistics: Replace cartons for 

transporting large items.

Daily life: moving, storing waste 

items, and even temporary flood 

prevention sandbags.

90%+
Decomposition rate 

 ≥35MPa
Tensile strength

29����

Enterprise Strength and Brand Choice

30 ����Si
lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d



　　Analysis of the seam bottom process: 
       millimeter-level industrial aesthetics

　　Circular weaving technology: 
            the art of weaving with precise control

Hot-melt seamless technology:

high-temperature welding, the seam 
strength reaches 95% of the base material, 
and the leakage rate is ≤0.001%.

Double chain stitching:

main stitch + insurance line double 
reinforcement, breaking force redundant 
design ≥ 3 times the load.

Green manufacturing:

biodegradable suture materials to achieve 
full-chain environmental protection.

Intelligent upgrade:

Machine vision monitors welding quality in real 
time, automatically removes defective products, 
and reduces trial and error costs.

The cutting and sealing of woven bags are key process links in their production and use, 
which directly affect the functionality and durability of the bags. By properly selecting 
the cutting and sealing processes, the performance and cost of woven bags can be 
optimized to meet the needs of different industries. The cutting may affect the 
convenience and appearance of the bag, while the sealing is directly related to the 
sealing and safety.

Single fold at the bottom, double fold at the bottom, single fold double seam at the 
bottom, double fold double seam at the bottom (to meet different load-bearing 
requirements, the bottom cover is firm and will not fall off)

Flat cutting: laser precision cutting, burr ≤ 
0.2mm (suitable for automated filling line)

V-shaped tearing edge: pre-made tearing 
line, opening force ≤ 5N

Cut design

Heat-sealed sealing: PE inner layer fusion 
technology, high sealing strength

Drawstring: high-strength nylon rope

Sealing solution

31����

Enterprise Strength and Brand Choice

32 ����
Si
lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d



　　Printing technology display : The power of brand

Series Normal printing Color printing Roller printing

Definition

Technical 
principle

Applicable 
scenarios

Single color or 
multi-color printing

Gravure printing Color 
printing Single 
ink printing

Low-cost, large-volume 
basic printing

CMYK four-color overlay
 full-color printing 
technology

Inkjet printing

Printing bags that require 
high color reproduction

Rolled materials are 
printed between rollers

Rotary offset printing/flexographic
 printing Multiple rollers 

to complete multi-color printing

Ultra-large-volume 
production of printed bags

The core role of woven bag printing

Brand recognition and promotion：
Increase brand exposure and strengthen 
consumer memory through corporate logo, 
slogan and other designs.

Messaging and Compliance：
Label product name, ingredients, weight, 
production date and other information 
required by regulations to ensure 
compliance (e.g. food packaging, chemical 
product bags).

Functional identification：
Anti-counterfeiting marks (such as QR 
codes, laser anti-counterfeiting) to prevent 
counterfeiting;

Warning signs (such as "flammable" and 
"fragile") indicate safety risks.

Increase product added value：
Exquisite printing design can enhance the 
packaging quality and attract consumers.

Durability and protection：
Post-processing processes such as 
lamination, pearlescent film color printing, 
and matte film color printing enhance the 
wear resistance and waterproof 
performance of the printing layer and 
extend its service life.

Process selection recommendations

For mass production: gravure printing (cost dilution) or flexographic printing (environmental 
protection requirements) are preferred.
Small batch customization: screen printing or digital printing (high flexibility).
High precision requirements: gravure or flexographic printing (precise color registration).
Environmentally friendly scenarios: flexographic printing (water-based ink) or digital printing 
(solvent-free).
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　　Additional functional design: 
                                         Beyond the wisdom of packaging

Multiple specifications of woven bags can be customized, including imitation paper film, aluminum 

foil film, filling mouth sewing mouth, bottom sealing, handle sewing, matte film ultrasonic sealing, 

sewing bottom, open edge drawstring, perforation, pearl film, kraft paper strips, etc.

Bottom Seal Technology: 4-layer hot melt overlay with optional leak-proof 
barrier (PE/EVOH composite film) 
Bottom Sewing Innovation: Double helical seam path for 80% more 
resistance to side pressure.

Bottom Reinforcement Program

Sewing process: ultrasonic seamless heat sealing, suitable for automatic 
filling machine
Open edge drawstring system: high-strength nylon rope (breaking force ≥ 
300N) + anti-slip positioning beads
Quick opening and closing design (sealing in 3 seconds)

Precision design of filling port 

Optical design
Pearlescent film: Pearlescent pigment is added, diffuse reflectivity is 
increased by 60% (luxury product anti-counterfeiting)
Matte film: Surface roughness Ra1.2-2.5μm, eliminates reflection 
interference (military product transportation)

Pearlescent film/matte film

Technical principle: vacuum aluminum layer (thickness 20-50nm) + PE heat 
seal layer
Typical application: light-proof and moisture-proof packaging for 
pharmaceutical intermediates

Aluminum foil film composite

Technical principle: PP substrate surface micron-level embossing treatment 
to simulate paper texture
Core parameters: air permeability ≥ 1500g/m�·24h, printing adhesion 
increased by 40%
Application scenario: high-end agricultural product packaging (coffee 
beans/organic rice)

Imitation paper film technology

Ultrasonic + matte film sealing: 20kHz high-frequency sealing, matte 
surface treatment
Self-inductive sealing strip: temperature-variable ink indicates sealing 
status (≥80℃ color-coded alarm)

Intelligent sealing system

Kraft paper strip composite: used for sharp materials such as glass 
fiber/metal waste
Anti-static grid: 5cm interval conductive wire weaving

Special reinforced design

Microporous perforation technology: laser array perforation, hole distance 
error ≤ ± 0.05mm 
Precise control of breathability: 500-3000 g/m� -24h adjustable 
Intelligent respiratory valve: air pressure sensing opening and closing, 
balanced internal and external pressure difference.

Breathable protection balance
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　　The entire production process: 
            the precise dance of Industry 4.0

　　Equipment close-up

　　Customization process

The factory of Linyi Silk Road International Trade Co., Ltd. covers a total area of 30,000 
square meters, including raw material workshop, woven fabric production workshop, 
cutting workshop, printing workshop, quality inspection workshop, finished product 
warehouse, and a complete plastic weaving industry chain to ensure the final production 
quality of the product!

10 years of industry production experience, on-demand design, more worry-free customization.

Raw materials Woven fabric 
production

Cutting and sewing 
machine

Printing/
laminating

 Quality i
nspection

Finished product 
warehouse

Loading and 
shipping

Purchase Customization

Printing

Transaction Finalization

Order

Purchase products

Transaction completed

Printing production

Customization with drawings

Customer finalization

Order payment

One-stop online purchase 
of spot goods

Production completed, 
inspection and delivery, 

Confirm the production 
of the manuscript

Contact customer service to 
inquire about the details of 

Check the design draft 
before placing an order

After finalization, the customer places an 
order and pays to confirm the delivery date
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production lines

lines2
daily output

tons50

Plastic Tape

　　Customized needs

　　Product Details

　　Specifications

name：

Length of each roll：

thickness：

Breaking strength：

width：

1206PET

2150m

0.6mm
(0.2mm deviation)

2880N

12mm
(0.3mm deviation)

1608PET

1200m

0.8mm
(0.2mm deviation)

5000N

16mm
(0.3mm deviation)

1610PET

960m

1.0mm
(0.2mm deviation)

6400N

16mm
(0.3mm deviation)

1910PET

800m

1.0mm
(0.2mm deviation)

7410N

19mm
(0.3mm deviation)

2510PET

620m

1.0mm
(0.2mm deviation

9750N

25mm
(0.3mm deviation)

2512PET

520m

1.2mm
(0.2mm deviation)

12000N

25mm
(0.3mm deviation)

3210PET

480m

1.0mm
(0.2mm deviation)

12500N

32mm
(0.3mm deviation)

3212PET

400m

1.2mm
(0.2mm deviation)

15000N

32mm
(0.3mm deviation)

weight customization color customization width customization printing customization
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　　Customization options

 production lines

lines5
daily output

tons50

Courier Bag

　　Specifications and parameters

　　Express delivery transfer bags VS cardboard boxes/woven bags

Product name： Logistics and express delivery transfer bag

Material： Laminated PE

Industries of use： Express delivery of large items, collection and delivery of 
luggage and parcels, moving and storage

Waterproof： Fully waterproof

Product specifications： Any size can be customized, with customizable printing of 
express delivery sites and three-segment codes

  Express delivery transfer bags

Reusable, long service life
Low single-use cost (long-term 
amortization)
Reduces resource waste, partially 
biodegradable
Bulk transfer, automated sorting

  Cardboard boxes/Woven Bags

Single use, easily damaged

High cost per use, high consumption

Cardboard boxes are recyclable, 

woven bags are difficult to degrade

Scattered parcels, end-to-end 

delivery

thickness 
customization

 color customization size customization printing 
customization
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Main Uses

Freight Transport: Covers cargo on trucks and cargo ships to protect against rain 
and sun exposure.
Temporary Structures: Used to construct construction site shelters, open-air warehouses, 
exhibition tents, etc.
Agricultural Protection: Covers crops and agricultural machinery to protect against frost
 and bird damage.
Outdoor Activities: Used for camping canopies, picnic mats, sunshades, etc.

production lines

条10
daily capacity

吨50Tarpaulin

　　Specifications and parameters

Product name: Colorful striped cloth

Colors:  Three colors/five colors

Process： Made from PE raw particles through 
high-temperature stretching

Functions: 
Rainproof, sunproof, dustproof, extra-thick precision 

weaving for tear resistance, UV protection

Material: PP/PE

　　Detailed Display

PP   /   PPCoating Layer   
Surface coating for rainproofing

High-densitSuperior 
waterproofingve

The base fabric is made of 
high-molecular PE raw material 

 Strong resilience

Reusable, long service life

Low single-use cost (long-term) 

Superior waterproofing

Anti-lotus leaf design

Waterproofing and leak-proofing 
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production lines

lines8
daily capacity

tons50

Plastic Cloth
　　Specifications and Parameters

　　Specifications and Parameters

Product Name： High-quality ground cover for gardening

Material： High-quality PE material

Features：
Waterproof, mildew-proof, cold-resistant, aging-resistant
anti-static, soft, and lightweight

Color： Bright black (can be customized)

Product Specifications： Can be customized to any size

Corrosion Resistance

Resists corrosion in 
different acidity and 

Breathability

Retains moisture and 
nutrients, allows water 
to pass through without 

pooling

Anti-Aging

 Added UV antioxidants 
for a long service life
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　　Two Customization Options

　　Product Details

production line

lines10
daily capacity

ton50

Paper Bag

　　Specifications and Parameters

Product Name： Paper-Plastic Composite Bag/Kraft Paper Bag

Color： Beige

Suitable for： General packaging/storage

Material： Kraft paper, polypropylene

Grammage： 140-150G/㎡

Single-color
 printing

Full-color 
printing

Customizable logo, QR code,
phone number, address, 

patterns, etc

Customizable patterns and designs,
customizable dimensions, and 
multi-sided customization options.

Serrated edge sealing
Convenient for rolling the edges

Adhesive-sealed bottom
The bottom of the paper bag is 
adhesive-sealed, with sealed edges, ensuring 

One-piece construction 
Thickened material, strong 

load-bearing capacity
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production line 

lines5
daily output

tons35

FIBC 
Soft Pallet

　　Specifications and Parameters

Product Name: Soft Pallet Jumbo Bag (Ton Sack)

Product Color:  White

Product Application： Transportation and handling of small 
packages in factory warehouses, ports, 

and logistics operations

Load Capacity: 1-3 tons

Product Material: Polypropylene (PP) Granules

Product Features： Easy to use, cost-effective, 
high load capacity, reusable

The jumbo bag soft pallet is a logistics transportation solution combining jumbo bags 
with flexible pallets, primarily used for efficient and safe handling and storage of bulk 
materials such as chemical raw materials, grains, and mineral residues.

Static Tensile Test Dynamic Fatigue Test

displacement(mm)

tensile force（KN）
breaking point
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9

10

0 50 100 150 200
+

number of 
cycles

residual strength

（Expiration）

0

5

6

7

8

9

10

0 1000 2000 3000 4000
+

Tensile tests typically include both static and dynamic tests. Static tests may record the relationship between tensile force and 

displacement, while dynamic fatigue tests assess the relationship between cycle count and load or displacement. Line charts 

visually illustrate product performance under different conditions to evaluate compliance with standards or identify areas for 

improvement.
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PE (polyethylene) is a thermoplastic polymer made from ethylene monomers. It is classified into types 

such as HDPE (high-density), LDPE (low-density), and LLDPE (linear low-density), among others. It 

exhibits excellent flexibility, chemical resistance, and low-temperature performance (down to 

-50°C), making it widely used in industrial packaging (such as jumbo bag base fabric, plastic steel 

straps, moisture-proof film), daily necessities, and pipe manufacturing. Its modifiable properties

(such as UV resistance, conductivity, and biodegradability) further expand its application scenarios in 

food, chemicals, environmental protection, and other fields.

PE Raw Material Technical Analysis
        The Molecular Foundation of Industrial Packaging

-CH₂-CH₂- -50℃
Molecular chain resistance

120-130
Melting point

　　PE (polyethylene) vs. PP (polypropylene)

PE (polyethylene) Interpretation of 
differences

Density：0.94-0.97(g/cm3)

Melting point：120-130(°C)

Number of times 

recyclable： 7-10 times

Low-temperature 

resistance： -50（°C)

Density：0.90-0.91(g/cm3)

Melting point：160-170(°C)

Number of times

recyclable： 7-10 times

Low-temperature

resistance：-20(°C)

PP is lighter, saving 
transportation costs
PP has better high 
temperature resistance, 
suitable for hot filling 
PE has higher circular 
economy potential 
PE has more stable 
performance in frozen 
environments

PP (polypropylene)

We can customize the most suitable packaging material solution based on your industry

Pure Raw Material
Virgin Base Material 

PE Granules

Pure and Impurity-Free
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Factory Equipment and Technology System
             Wire drawing machine, wire winding machine

                 circular loom, high-speed webbing machine

Fully Automatic Drawing Machine

Heats and melts polypropylene (PP) or 

polyethylene (PE) plastic pellets, extrudes them 

through a mold into film, then cuts and 

stretches them into flat yarn (the core raw 

material for woven bags).

Advantages

Highly automated: 

Fully automated control throughout the process 

reduces manual intervention and minimizes 

operational errors.

Energy-efficient and high-performance: 

Utilizes an efficient heating and cooling system 

with low energy consumption and fast 

production speeds (up to 200–300 meters per 

minute).

High-Speed Synchronization
Linked with the spinning machine for 
synchronized production, with winding speed 
matching spinning speed (up to 300 meters per 
minute).
Fully Automatic Winding Machine: 
Automatically winds the flat yarn produced by 
the spinning machine into neat yarn spools for 
use in subsequent circular weaving machines or 
webbing machines.  

Advantages:
Intelligent Tension Control: 
Real-time sensing of tension changes to prevent 
yarn breakage or loose winding, ensuring 
uniform winding density. 
Large Capacity Design: 
Single roll capacity up to 20-30 kilograms, 
reducing roll change frequency.

High-speed webbing machine：
Produces high-strength webbing (such as 
jumbo bag slings, strapping bands) using 
plain weave or jacquard technology.
Advantages:
Ultra-high speed operation: spindle speed 
up to 800-1200 rpm, single machine daily 
output of 5000-8000 meters.
High-strength output: 
Multi-layer weaving technology achieves 
webbing tensile strength of 1–5 tons 
(depending on material and specifications). 
Versatility: Supports multiple raw materials 
such as nylon, polyester, and PP, capable of 
producing complex textures like plain 
weave and twill.

Fully Automatic Circular Loom
Weaves flat yarn into cylindrical fabrics (such 
as woven bag tubular fabric) through warp 
and weft interlacing to form a high-strength 
structure.  

Advantages 
Precise Weft Density Control: 
Servo motor-driven weft insertion with an 
error of ≤1 thread/10cm, ensuring consistent 
fabric density.
High-efficiency production: 
Multi-shuttle design (4–12 shuttles), 
weaving speed up to 120–200 revolutions 
per minute, daily output exceeding 10,000 
meters.
Wide width adaptability: 
Can produce cylindrical fabrics with 
diameters of 30–120 cm, accommodating 
different specifications of jumbo bags.

　　Establish a core equipment matrix

Fabric surface 
flatness error

≤1cm/100m

Total energy 
consumption
 reduction

35%

Annual raw material 
processing capacity

12000 tons
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Automated Cutting Equipment One-Stop Service
             From Precise Cutting to Intelligent Sorting

Automatically cuts tubular fabric produced by 

circular looms to preset lengths (e.g., 50–150 

cm) with an error margin of ≤±1 mm.

Performs length-specific cutting of straps and 

tie-down straps produced by high-speed 

weaving machines, with precision up to 

±0.5mm and smooth, burr-free edges.

Integrated industrial sewing modules 
automatically complete processes such as 
bottom seam sewing for jumbo bags, sealing for 
woven bags, and handle reinforcement, with 
adjustable stitch density (5-12 stitches per 
centimeter).
Supports quick switching between different 
sizes of jumbo bags (500-2000kg capacity) and 
woven bags (10-100kg specifications), 
accommodating diverse requirements such as 
flat bags, square-bottom bags, and 
three-dimensional jumbo bags.

　　Intel l igent Cutting

　　Automatic Sewing/Sealing/
           Multi-Specification Adaptation

　　Advantages

Utilizes an intelligent CNC system 
+ robotic arm integration, 
achieving cutting speeds of 
60-120 pieces per minute, with 
no manual intervention required 
throughout the process, saving 
over 70% of sewing labor.

High-efficiency unmanned operation

Laser positioning + servo drive, 
cutting accuracy ≤0.3mm, stitch 
alignment error <1mm, ensuring 
even force distribution at the 
suspension point and bag 
opening.

Precision to the Micro Level

 One-click program switching, 
completes specification 
adjustments within 3 minutes 
(e.g., switching from 1-jumbo 
bags to 50kg woven bags), 
meeting small-batch 
customization needs.

Flexible Production

 Fully integrated process: drawing 
→ winding → circular weaving → 
webbing → cutting and sewing!
Cost reduction: labor costs 
reduced by 50%, energy 
consumption saved by 30%, and 
overall costs 40% lower than 
traditional methods!

Integrated production line efficiency 

Modular design: Individual cutting units can be 
upgraded separately, or seamlessly integrated with 
existing production lines!
Intelligent maintenance: 95% fault self-diagnosis 
rate, 60% reduction in maintenance costs!
Technical Analysis · Quality Assurance

Why choose our automated cutting equipment? 

55����

Enterprise Strength and Brand Choice

56 ����
Si
lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d

Si
lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
dSi

lk
 R
oa
d



Cross-stitch sewing machine :
Specializes in cross-reinforced stitching at critical stress points such as the openings of jumbo 
bags and handles of woven bags.  
Precise cross stitching: 
dual-axis linkage technology, synchronous X-Y direction stitching, cross point error <0.5mm 
Super-strong reinforcement: 
Four layers of stitches are superimposed, increasing the tensile strength of the stitching by 
50% and enabling a load capacity of 2-5 tons.
Quick changeover: 
Modular needle design, switching between straight stitch and cross stitch mode in 3 seconds, 
seamlessly connecting multiple processes.
Self-checking and deviation correction: 
infrared detection of sewing thread deviation, real-time correction of trajectory, defective 
product rate <0.3%.
double-needle four-thread bulk bag thick material machine
For double-thread parallel sewing of ultra-thick materials such as bulk bags and jumbo bags 
(e.g., 10-20 layers of woven fabric), ensuring a secure seam.
Double-needle four-thread structure: 
Upper and lower double needles work in tandem, creating a four-thread chain stitch, 
increasing sewing strength by 80% and completely eliminating thread breakage.
Heavy-duty penetration: 
High-pressure oil-lubricated rotary shuttle + titanium alloy machine needle, easily penetrates 
20mm ultra-thick materials with a needle breakage rate approaching zero.
HigHigh-efficiency synchronization: 
Dual needles with independent drive, sewing speed of 2000 stitches per minute, efficiency 
improved by 60% compared to single-needle machines.
h-efficiency synchronization: 
Dual needles with independent drive, sewing speed of 2000 stitches per minute, efficiency 
improved by 60% compared to single-needle machines.
Intelligent thread tension control:
 Electronic thread tensioner dynamically adjusts tension to accommodate different materials, 
achieving 98% stitch uniformity.

Suitable for straight-line sewing applications such as sealing woven bags and bottom sewing of 
jumbo bags, focusing on efficient basic sewing. 
Ultra-simple operation: Touchscreen programming supports one-click setting of length and stitch 
spacing parameters (stitch spacing range: 1–5 mm). Ultra-long runtime: 24-hour continuous 
operation, sewing speed of 2,500 stitches per minute, with a failure rate <0.05%. 
Adaptive presser foot: Intelligent sensing of fabric thickness automatically adjusts presser foot 
pressure to prevent skipped stitches or fabric damage.
Energy-saving and low consumption: Power consumption is reduced by 40% compared to 
traditional models, and overall costs are reduced by 30%.

Fully automatic sewing equipment
              Precision defense line for industrial packaging

　　Fully automatic strap pattern machine

　　Single-Needle Machine

　　Cross-stitch sewing machine/
            double-needle four-thread bulk bag thick material machine

Specifically designed for high-strength pattern 
sewing of jumbo bag straps, hand straps, etc., 
supporting complex textures such as wave 
patterns, sawtooth patterns, and diamond 
patterns.
Smart Pattern Library: Pre-loaded with over 
100 pattern templates, one-click switching to 
meet personalized customization needs. 
High-Speed Sewing: Maximum sewing speed 
of 3,000 stitches per minute, daily output 
exceeding 5,000 straps, efficiency improved by 
3 times.
Precise Alignment: Laser positioning + servo 
drive, pattern alignment error ≤0.3mm, 
combining aesthetic appeal with load-bearing 
capacity.
Thick Material Penetration: Equipped with 
powerful needles and rotary shuttles, capable 
of sewing 4–8 layers of PP/PE woven straps, 
with a thread breakage rate < 0.1%.
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Urgent replenishment:： Priority production for fabrics of the same specifications, intelligent warehouse allocation and nearby distribution

Functional modification: Anti-static/UV-resistant/flame-retardant/coated, sample production completed in 3 days

Industry-specific supply: Food-grade (FDA-certified)/medical-grade (ISO 13485) dedicated production lines

Special specifications: Customized widths from 0.5 to 3 meters, irregular cutting (serrated edges/rounded corners/cutouts)

16-hour express delivery to warehouse

100% parameter compliance rate

Complete certification qualifications, 7-day delivery

Intelligent warehouse sorting and nearby material preparation

A corner of the tube material workshop
 Six warehouses for storage
             Immediate shipment nationwide based on customization

　　Tensile strength testing

　　Six major bases working together/Three major customization scenarios 16059N
Break strength

15050N
(Silk Road） (market average）

Break strength
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Intelligent Warehousing, Loading, 
Unloading, and Shipping Logistics
             One-stop service with 24-hour shipping

Rooted in Linyi, connected to the whole country: leveraging the hub 
advantages of the logistics capital!
Smart manufacturing capabilities: 
Fully automated production lines + intelligent warehousing system, 
producing 100,000 jumbo bags per day with a 99.5% pass rate!
Zero delay in loading and shipping: 
Robotic arms load vehicles in seconds, AGVs sort seamlessly, 24-hour 
lightning-fast shipping, no interruptions during peak seasons

Nationwide delivery
61����
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Customer First 
 Creating Value Together
——Interpreting the global value of industrial packaging with practical data

Put first
366 industry scenario databases, accurate recommendation of 

solutions. Chinese/English/Spanish/Russian/Arabic customer 

service, covering 6 time zones.

We are your demand 
listeners

Customer Demand

Superior 
quality inspection All products pass 100% of testing criteria

We are quality defenders

Super Standard Quality Inspection

300%Turnover rate increase
Customer Testimonials · Value EchoesWe are pioneers in packaging creativity

Co-Creation Scheme “They are not just suppliers, but our packaging technology think tank.”

—— Vice President of Supply Chain

Global Cases · Witnessing Trust
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Mutual 
Assistance

Responsibility

Innovation

Integrity

Perseverance

The Power of Teamwork

Team 
Spirit 

Showcase
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