AIMEX III - FUJI Flexible Placement Machine 

[bookmark: _GoBack]Description:
This is an all-in-on machine with scalability and the ultimate level of versatility necessary for increasing productivity for high-mix production.
It features functions for performing operation smoothly in a short time for the work that comes with introducing new production and changing the product models to produce.
The machine flexibly supports various production for users in a variety of sectors including EMS, automotive industry, and more.

	AIMEX III Specifications

	Machine
	AIMEX III

	Feeder slot quantity
	130 

	Panel size
(L*W)
	Single conveyor
	48x48 to 1,068x710 mm*¹

	
	Double
conveyor
	Single conveyance
	48x48 to 1,068x610 mm

	
	
	Dual conveyance
	48x48 to 1,068x330 mm

	Heads
	H24S,DX,V12,H08M(Q),H02F,H01,OF

	Throughput
	1 robot
	2 robots

	
	H24S
	Standard mode
	35,000cph(H24Sx1)
	70,000 cph (H24S x2)

	
	
	Productivity priority
mode
	40,000 cph(H24Sx1)
	80,000 cph(H24S x2)

	
	DX
	27,000 cph(12 nozzles)
12,000 cph (4 nozzles)
5,800 cph (1 nozzle)
	54,000 cph (12 nozzles)
24,000 cph (4 nozzles)
11,600 cph (l nozzle)

	
	V12
	26,000cph  (V12x1)
	52,000 cph (V12x2)

	
	H08M
	Standard mode
	13,000 cph (H08Mx1)
	26,000 cph (H08Mx2)

	
	
	Productivity priority
mode
	14,000 cph (H08Mx1)
	28,000 cph (H08Mx2)

	Placing
accuracy
	H24S
	±0.025 mm Cpk ≥1.00

	
	V12
	±0.038 mm Cpk ≥1.00

	
	H08M
	±0.040 mm Cpk ≥1.00

	
	H02F
	±0.025 mm Cpk ≥1.00

	Part supply units
	Tape feeders,stick feeders,tray units,others

	Power source
	3-phase 200 to 230V±10%(50/60 Hz)

	Air
	0.5 MPa (ANR)

	*1.Support for panels up to 1,500x710 mm is available as an option



