Neo Horizon 03IX - Used DEK Stencil Printer

Description
The DEK NeoHorizon iX shines with more than
a new design. It’s modular the interior is much improved and highly reliable. Whether in high-mix contract manufacturing or high-volume applications with high throughput requirements – the DEK NeoHorizon iX is the right printing platform.
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	Standard configuration
	DEK Neo Horizon 03iX

	Machine alignment capability
	± 12.5 μm @ 2.0 Cmk (6 sigma)

	Machine alignment accuracy
	± 20 μm @ 2.0 Cmk (± 6 sigma)

	Process alignment accuracy
	± 25 μm @ 2.0 Cpk (6 sigma)#

	Standard cycle time
	8 seconds + process

	Maximum printing surface
	510 mm (X) × 508,5 mm (Y)

	User interface
	Touchscreen, keyboard and trackball,
DEK Instinctiv V9 software

	Camera
	DEK HawkEye 750 digital camera
with 2-way LED illumination

	Squeegee adjustment
	Motorized with squeegee pressure feedback

	Stencil loading
	Semi-automatic,incl. squeegee drip catcher

	Stencil alignment
	Motorized (actuators); aligned in
X- and Y-axis and rotation

	DEK ProFlow
	Optional

	Understencil Cleaning
	DEK IUSC 300 mm/400 mm/520 mm

	Technical documentation
	Printed documents: User manual, installation instructions, circuit diagrams.
Technical instructions and videos that explain all operating steps are preinstalled.

	Compressed air supply
	5-8 bar at ~5 litres/minute

	Power supply
	100 Volts to 240 Volts ±10 %. Single phase 50/60 Hz

	Weight
	Approx. 690 kg depending on selected options

	* The machine and repeat accuracy check will be conducted using production-typical process variables.  The repeat accuracy rating
comprises the printing speed, squeegee operation, table movements and camera movements.




