RFID 902-928Mhz Ceramic Embedded Antenna

The TX- RFID8060 RFID Internal Ceramics Antenna is a high - performance UHF - RFID component. Operating within the 902 - 928MHz frequency range, it boasts a 5dBi gain and right - circular polarization with an axial ratio ≤5dB, ensuring strong and stable signal transmission. With a compact ceramic size of 80×80×6(mm) and an operating temperature range of - 20~+55°C, it suits diverse environments. This self - developed antenna module is widely applied in intelligent transportation, warehousing, logistics, asset management, customs, security, and more, serving global Fortune 500 enterprises, governments, militaries, and various institutions, enhancing efficiency in identification - related workflows.
Designed and developed UHF-RFID Antenna, it is applied in:
High - Gain Signal Transmission
Features a 5 dBi gain within the 902 - 928MHz UHF band, delivering stronger, more penetrating signals to ensure reliable tag identification even in large - scale warehousing or logistics environments.
Stable Polarization & Axial Ratio
Right - circular polarization (with axial ratio ≤5dB) minimizes signal interference from tag orientation, enabling consistent, high - accuracy reading in dynamic scenarios like conveyor - belt sorting.
Compact & Durable Ceramic Structure
Boasts an 80×80×6mm ceramic form factor — space - efficient for integration into readers, while the robust build withstands industrial wear, from warehouse dust to temperature swings (-20~+55°C)
Multi - Industry Versatility
Tailored for UHF - RFID applications: powers smart transportation (railway asset tracking), streamlines warehousing/logistics (fast inventory), and secures high - value assets in customs/government settings.
Enterprise - Grade Reliability
Trusted by Fortune 500 companies, militaries, and governments globally. Its consistent performance reduces downtime in critical operations like archive management or sports event access control.
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	Category
	Parameter
	Details

	Basic Information
	Product Name
	RFID Internal Ceramics Antenna

	
	Part Number
	TF - RFID8060

	Electrical Specs
	Frequency Range
	902 - 928MHz

	
	Impedance
	50Ω

	
	Gain
	5dBi

	
	Polarization
	Right circular

	
	Axial Ratio
	≤5dB

	Physical Specs
	Ceramics Size
	80×80×6(mm)

	
	Operating Temperature
	-20~+55°C

	Application Range
	Applied Fields
	Intelligent transportation, warehousing, logistics, asset management, customs, security, railways, parking lots, positioning, book archive management, sports, etc.

	
	Served Entities
	World's 500 powerful enterprises, government, military and more enterprises and applications



