
1.Inspect the components before installation to ensure there are no visible defects. If a defect is found, do not install 
the toilet suite and contact the supplier immediately. Claims for defects will not be accepted after the product has 
been installed.
2.This toilet suite is suitable for a variety of set-ups:
Cistern — accommodates either Back Entry Inlet connection or Bottom Entry Inlet connection (left or right stop 
valve).
Pan — universal trap — accommodates S-trap installation or P-trap installation (using appropriate connector; 
Provide the S-trap.
3.The toilet suite must be installed by a licensed plumber. Failure to do so may void the warranty.
4.Installation must be in accordance with AS/NZS3500.   

Rimless Back to Wall Toilet  Instruction Manual
AU45082-01

IMPORTANT

Please note
－ Installation shall be in accordance with AS/NZS3500.
－ All measurements are in millimetres. Height dimensions
     are to base of pan. Make allowance for bedding.
－ Bedding: Pan may be bedded with cement base or using
      silicone sealant. Fix pan to floor using a sand cement
      mixture of 3:1 to a depth of 60mm. Do not use lime or
      fast-drying cement.

－ Bracket fixing: The pan should be bedded with 
      silicone sealant and fixed with the brackets 
      supplied.
－ Do NOT use epoxy type adhesives.
－ Dimensions are nominal and subject to normal 
      ceramic manufacturing variations.
－ Specifications may vary without notice as part of 
      our continuous improvement practices.
－ Clean with a damp cloth. Do not use abrasive 
      cleaners,liquids or pastes.

KICTHEEN + LAUNDRY + BATHROOM WARE

PACKAGE CONTENTS

INSTALLATION DIMENSIONS DIAGRAM

INSTALLATION STEPS

1 X ceramic cistern lid 
1 X ceramic cistern base

2 X bolts w seals 1 X Coupling Gasket 1 X ceramic pan

1 X pan connector
1 X threaded section 

2 X concealed 2 X floor bolts (+ white plugs)
2 X washers
 

2 X caps (chrome plated)
2 X screws
2 X pan plugs (white)
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1.S-TRAP PROCEDURE — SECURING THE PAN CONNECTOR IN PLACE
Determine the centre of the pan and mark the centre line on the floor and wall.
Work out the setout required. The recommended setout is 150mm (setout range is 90-190mm).
You may need to trim the large end of the plastic pan connector to fit the required setout. To trim, first remove the 
plastic ring and rubber seal, then cut pipe to size. Refit rubber seal and plastic ring securely, ensuring a good fit.
Position the pan connector into the floor outlet pipe (S-trap). The height measurement from the floor to the centre 
of the pan connector is 185mm.
Slot the threaded section (with flange plate) onto the pan connector, ensuring that the flange plate is touching the 
wall. You may need to trim the threaded section so that it fits properly.
Mark and drill the flange plate holes and secure the plate to the wall with fixing screws. The pan connector is now 
installed.

2.POSITIONING THE PAN
Use the centre line marked on the wall and floor to position the pan (see Step 1.1). Push the pan into the installed 
plastic pan connector.It is recommended that wedges are used to support the foot of the pan during positioning.

3.CISTERN — COMES SET UP FOR BACK 
ENTRY INLET PLUMBING
Diagram A shows the cistern as supplied, 
with the inlet valve and flush valve already 
installed. The flexible hose is ready for 
Back Entry inlet plumbing (see Diagram 
B).For Bottom Entry Inlet plumbing, refer 
to Step 5 and Diagrams C and D.back entry 
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DIAGRAM A
Cistern setup assupplied. The 
end of the flexible hose is loose,
ready to be attachedto the Back 
Entry inlet nozzle (see Diagram B).

(Unit:mm)

  All measurements are in millimetres.
  Height dimensions are to base of pan.
  Make allowance for bedding.
  This toilet suite can be set up as either 
  Bottom Entry Inlet or Back Entry Inlet.

* If the accessories differ from what is 
   shown, please refer to the actual 
   accessories received.
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4.BACK ENTRY INSTALLATION
Connect the flexible hose to the ½” BSP nipple in the 
wall outlet. Run the flexible hose behind the flush 
valve, ensuring that the hose does not obstruct the 
operation of the flush valve.

6.SECURING THE PAN ON THE FLOOR
Cement fixing (optional fixing #1)
If using cement bedding, level the pan while the cement mixture is workable. Fix pan to floor using a sand cement 
mixture of 3:1 to a depth of 60mm. Do not use lime or fast-drying cement.
Important: Allow at least 24 hours for the cement mixture to set before using the toilet.
Bracket fixing (optional fixing #2)
Bed the pan with acetic cured silicone sealant, ensuring that the pan is level. Then position the concealed fixing 
brackets in line with the bracket fixing holes. Screw the floor bolts in place through the base of the brackets. Then 
secure the pan to the brackets using the plastic pan plugs and rebated screws. The chrome caps can be used to cover 
the plugs on each side of the pan.
Important: Do not over-tighten the bolts or screws as this may cause the ceramic to crack and break.

7.FIXING THE CISTERN TO THE PAN
(Note: The cistern fixes directly onto the pan and does not require wall fixing.)
First check the alignment of the cistern and pan attachment holes — 
place the cistern onto the pan and ensure that the holes align. The back 
of the cistern and pan should line up so that the assembled toilet suite will 
align with the wall. Now remove the cistern.
Place the rubber seal onto the plastic pipe outlet at the base of the 
cistern and ensure it is securely attached. 
Locate the cistern outlet (with rubber seal) onto the pan, 
ensuring a good fit.If using Bottom Entry inlet plumbing, 
refer to Step 5 and install the back entry inlet valve.Now 
secure the cistern to the pan using the two bolts with 
seals in the cistern/pan attachment holes.Flush the lines 
and connect the water supply and check the operation 
of the cistern.

5.CISTERN SET-UP CAN BE ADAPTED FOR 
BOTTOM ENTRY INLET PLUMBING
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DIAGRAM CDIAGRAM B

For Back Entry Inlet, attach the loose end of 
the flexible hose to the ½” BSP nipple water 
inlet in wall.

The cistern setup after 
the back entry inlet valve 
and the nut of the plas-tic 
pipe have been removed.

Next, connect the flexible 
hose to the plastic pipe.

DIAGRAM D

8.FITTING THE CISTERN LID
Fit the flush button into the cistern lid, with the half flush on the left and full flush on the right. Ensure that the rubber 
feet of the flush button connect and line up correctly with the flush valve inside the cistern.
Fit the cistern lid and push the buttons to check operation.

9.OPERATION AND MAINTENANCE
Press the left side half flush to save water and the full flush as required.
Clean the toilet with liquid detergent and a damp cloth.
Do not place water additives inside the cistern as this may have chemicals that damage the valves and impair the 
functionality of the cistern.

PRODUCT WARRANTY CARD

Thank you for choosing our product. This product is warranted for three (3) years since the purchasing date for free 
repair of problems arising out of defects in workmanship while using in accordance with installation manual and 
usage cations for intended purposes.
    If the product does not function properly within the warranty period, please contact us at:
    Email: info@aquatizspace.com
    Website: https://www.aquatizhome.com/ 
    This certificate must be presented to obtain free service under this warranty.
    Our company reserves the rights to replace the product by other similar models.
    We can serve to fix or repair the product at a reasonable service charge, after expiration of warranty period.

Service charges shall be paid even during the warranty period, if breakage or damage is caused by any of the 
following events (including but without limitation).
1. The user's negligence or mistake in operation, unreasonable repair or alteration.
2. Product are damaged by negligence or mistake during installation.
3. The movement of installation location of the product.
4. Using the product outside of intended use in residential housing or commerical hotels.
5. The use of non specified power supply (voltage, rating pressure)
6. The dirt, sand and impurities that causing invalid operation.
7. Damages due to force majeure (including but not limitation to natural disaster) or other incidents.
8. The user fails to use in compliance with the warning or caution described in the installation manual.

Remark:
Please fill in date, seller correctly. If there are some mistakes, the warranty will get invalid.
This three year warranty for free of charge of repair service is only for the items listed in the warranty.
The purchasing date is subject to the purchasing invoice or receipt.
Please keep this warranty and invoice/receipt available for repair or maintenance.

Model No.

Seller

Invoice No.

Distributer Stamp

Customer Name

Purchasing Date

Customer Contact

Distributer Phone

Adjustable Toggles

Cistern

Outlet Flush Pipe

Coupling Gasket

* The product's line diagram is for reference only, please refer to the actual product for details.


