Version

Corner reduction ratio: 1
Permissible output torque: 20N.m
Permissible output speed:
200RPM

Permissible thrust load: 250kgf
Positioning accuracy: < 8arc min
Platform end face runout: 0 01m

Additional work

Hollow rotating platform

39
40,012 130
2-05 0" 15 110£0.3
e 14
&t 4-09
(7 ) N
Q} {{} T ¢
&5 2
L )f /117, N - >
/ AW\ [ . | = "
il Ml o132
M ) Bii gl = = w
6-45%8 Eas AT\ \\ il =
O 777 W ~ = =
N o fle € il K\ B ® N
I~/ ) I
\{1} | Q}/ 4-M4 depth 5™ \ N/
\‘ [ Bomsides\ o S|
2140 Sdb oA ||
Motion trajectory of 2 y - _@ ©
shading plate 14 & I i i__i
7 : h
Lo T i T
- Side B ]
el e o | R
Side A (motor < . — —
connection surface) Lo 214 Side A
o—"1 -
4-M4 depth 12 % 250 e
~ 148 e
-
(¢ HT
= y q;{& \J,/\\ B Please sign (seal) and send back
I
Reduction ratio: 18(18+1) X ! \ 4-M4 depth 5
Hollow rotating platform N 60
reduction ratio: 18 ®
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*Continuous service life: 10000h




