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SHANTOU DAHENG TECHNOLOGY CO.,LTD.
NO.10, WEST SECOND ROAD, OLD STATE ROAD, HUAINAN VILLAGE,
LIANXIA TOWN, CHENGHAI DISTRICT, SHANTOU CITY.

Sample Description: Remote control car

Vendor: N/A Sample Size: 2

Manufacturer: N/A Style No(s): DH-100, DH-200, DH-
300, DH-400, DH-500,
DH-600, DH-700, DH-
800, DH-900, DH-110,
DH-120, DH-130, DH-
140, DH-150, DH-160,
DH-170, DH-180, DH-
190, DH-210, DH-220,
DH-230, DH-240, DH-
250, DH-260, DH-270,
DH-280, DH-290, DH-
310, DH-320, DH-330,
DH-340, DH-350, DH-
360, DH-370, DH-380,
DH-390, DH-410, DH-
420, DH-430, DH-440,
DH-450, DH-460, DH-
470, DH-480, DH-490,
DH-510, DH-520, DH-
530, DH-540, DH-550,
DH-560, DH-570, DH-
580, DH-590, DH-610,
DH-620, DH-630, DH-
640, DH-650, DH-660,
DH-670, DH-680, DH-
690, DH-710, DH-720,
DH-730, DH-740, DH-
750, DH-760, DH-770,
DH-780, DH-790, DH-
810, DH-820, DH-830,
DH-840, DH-850, DH-
860, DH-870, DH-880

Buyer: N/A SKN/SKU No.: N/A

Labeled Age Grade: FOR AGES 14 UP PO No.: N/A

Appropriate Age Grade: NOT REQUESTED Ref #: N/A

Client Specified Age 8+ Country of Origin: CHINA

Grade:

Tested Age Grade: OVER 8 YEARS OF AGE Assortment No.: N/A

UPC Code: N/A Battery information: 3.7V, 900MAH, Lithium
Battery

Bureau Veritas Shenzhen Co., Ltd

15! Floor, Building 4, Hongchuang Science
and Technology Center, Longhua District
Shenzhen, Guangdong Province, China.
Tel: 86-755-86185200

Fax: 86-755-86185206
www.bureauveritas.com/cps

This report is governed by, and incorporates by reference, the Conditions of Testing as posted at the date of issuance of this report at
https://www.bureauveritas.cn/SZ-SBUs-Terms-Conditions-EN and is intended for your exclusive use. Any copying or replication of this report to or for
any other person or entity, or use of our name or trademark, is permitted only with our prior written permission. This report sets forth our findings
solely with respect to the test samples identified herein. The results set forth in this report are not indicative or representative of the quality or
characteristics of the lot from which a test sample was taken or any similar or identical product unless specifically and expressly noted. Our report
includes all of the tests requested by you and the results thereof based upon the information that you provided to us. You have 60 days from date of
issuance of this report to notify us of any material error or omission caused by our negligence; provided, however, that such notice shall be in writing
and shall specifically address the issue you wish to raise. A failure to raise such issue within the prescribed time shall constitute your unqualified
acceptance of the completeness of this report, the tests conducted and the correctness of the report contents.
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EXECUTIVE SUMMARY:

The sample(s) MEET the following requirement(s):

- The battery-operated toys test requirements of ASTM F963-11, “Standard consumer safety specification for toy
safety”, Section 4.25 (exclude 4.25.10).

- The requirements of ASTM F963-17 “Standard consumer safety specification for toy safety” section 4.25.11 toy
that contain secondary cells or secondary batteries

Note:  Per client’s request, testing was performed on item DH-190.

Note: This report is amendment of and supersedes the previous (8523)254-0436 dated October 13, 2023.
NOTE: If there are questions or concerns regarding above report, please contact the appropriate lab persons.

Technical questions & concerns: Sam Luo / Ryna Liu/ Jerry Yang
(+86)755-8618-5292 / 8618-5354 / 8613-5643
sam.luo@bureauveritas.com
ryna.liu@bureauveritas.com
jerry.yang@bureauveritas.com

General Enquiries: Wallace Liu

(+86)755-8618-5212
wallace.liu@bureauveritas.com

BUREAU VERITAS SHENZHEN CO., LTD.

ks /2/7/

Victor Pang
Assistant Manager
Toys And Juvenile Products Department

VP /ch



RESULTS:

TOYS THAT CONTAIN SECONDARY CELLS OR SECONDARY BATTERIES (ASTM F963-17)
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Section

Requirement

Result

4.25.11.1

Li ion / Li-Po cells comply with the standards

4.25.11.2

Lithium ion or lithium ion polymer batteries shall be compliant with
the standards:

4.25.11.3

Li ion / Li-Po Batteries shall be provided with an enclosure that
provides protection against damage to the cells and their circuitry
during normal use and foreseeable abuse

425114

During charging with the provided charging device, no cell shall
exceed the cell or battery manufacturer’s specified charging
voltage, current, and temperature values when tested in
accordance with 8.19.1, 8.19.2, and 8.19.3

4.25.11.5

During charge or discharge with the provided charger and load ,
the maximum charge or discharge current of any cell shall not
exceed the cell manufacturer’s specifications during normal
operation and stalled motor per 8.17if applicable, when tested in
accordance with 8.19.1, 8.19.2, 8.19.3, and 8.19.4.

4.25.11.6

Normal use charging and discharging with 8.19.1, 8.19.2, and
8.19.3, shall not result in surface temperature rises on any battery
surfaces or any other accessible surface of the toy exceeding:

(1) <25°C if metal,

(2) <30°C if ceramic or glass,

(3) <35°C if wood or plastic

4.2511.7

Battery chargers or power adaptors that plug into the electric
mains power shall be listed by a Nationally Recognized Test
Laboratory

(NRTL) to an appropriate electrical safety standard. External
connectors to chargers and batteries shall ensure that correct
polarity is used during charging.

NA

4.25.11.8

Circuit wiring connected to lithium ion or lithium ion polymer and
NiMH secondary batteries shall be short circuit protected and
shall not present the risk of fire when tested in accordance with
8.19.5.

(1)<60°C if plastic of accessible battery surface or

(2)<50°C if metal, glass or ceramic of battery accessible surface .
(3)<71°C inaccessible surfaces of li ion batteries

M = Meet

NM/R = Not Meet-refer to Comment Section
NA = Not applicable NR = Not requested by the client
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END OF REPORT



