T8 1.2m LED Tube Surface Mount Batten
Model: GBLBT8Z18, GLBT8ZY18

Multi-Functional LED Tube Lighting

The T8 1.2m standard bracket light comes in two models:

general lighting bracket light and emergency bracket light,
Model: GBLBT8Z18 and GLBT8ZY18, with matching DC
tubes. DC light tubes are not directional and easy to use.

Product Data
General Information Dimming
Light Source LED Dimmable Not
Lamp Parameters Machinery & Enclosures
Lamp T8/1.2m Housing Material Powder-painted steel
Power 18W Color White
Luminous Flux 2340lm Light Tube Holder Polycarbonate PC VO
Lun.nnous Efficacy (Nominal 130lm/W Light Tube Head Polycarbonate PC V1
Rating)
Correllated Color Temperature 5000K Nano Light Tube Polycarbonate PC V2
(Nominal)
Color Rendering Index (CRI) >80 Overall Length (mm) 1230
Overall Width (mm) 64
Electrical Parameters Overall Height (mm) 75
Input Voltage AC 220-240V Bracket Size (LxWxH) 1230x64x38
Frequency 50/60Hz
LED Driver KD-LED-18W Approvals & Applications
Input Current 90mA IP Rating 1P20
Factor >0.9 Certification Depends on needs
Power Consumption 18W
Output Voltage 28-32VDC Initial Performance
Brightness Deviation +/-10%
Emergency Function Power Consumption Deviation  +/-10%
Emergency Converter Model BKLO099V65P
Battery Ni-CD 9.6V/ 8*C2.5AH Product Information
Charging Time 12 Hours General Lighting Mode GLBT8Z18
Emergency Duration 3 Hours Emergency Lighting Mode GLBT8ZY 18
Emergency Brightness 30-50% Inner Box Size (mm) 1250x90x75
Number Of Inner Boxes 2 PCS
Conditions Of Use Net Weight of General Mode 1.45Kg
Ambient Temperature 0-50°C Net Weight of Emergency 1.9Kg
Mode
Outer Carton Size (mm) 1275x280x210
Quantity Of Outer Carton 12 PCS
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T8 1.2m LED Tube Surface Mount Batten
Model: GBLBT8Z18, GLBT8ZY18 Multi-Functional LED Tube Lighting

Two-Dimensional Diagrams:
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Schematic Diagram Of The Main Components :
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