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Introduction Applications

Features

Adjusting Lift

Precision Imaging

PTZ Extended Reach

Locator Frequency

Strong Mobility

ALPS150 is a compact, high-performance CCTV inspection 
crawler system designed for sewer and stormwater pipelines. Built 
for extended-range operations and multi-condition adaptability, it 
is suitable for pipelines ranging from DN150 to DN950, making it 
an ideal solution for a wide range of underground infrastructure 
inspection tasks.

The system proves to be operated reliably in various environments, 
with a durable chassis and stable structure.  Its quick-lock wheel 
system allows fast on-site adaptation to different pipe diameters 
without tools. The system includes a 300m and 600m cable drum for 
long-distance inspection while maintaining consistent power and data 
transmission.

ALPS150 supports multiple high-resolution cameras with pan and tilt 
capabilities. It also offers optional features such as laser profiling and 
inclination measurement, allowing detailed visual documentation and 
structural assessment.

Depending on field requirements, the system can be operated 
via tablet control, IVC or PSC, offering flexibility for various jobsite 
configurations. The system is fully compatible with VISONIC software, 
supporting real-time defect coding and structured output. It enables 
users to generate reports in compliance with multiple international 
standards such as NASSCO PACP, WRC and EN 13508-2, with 
results available in print-ready PDF or exportable formats.

Manual for DN150 to DN200, 
motorized for DN200 to DN950.

2.0 Megapixels with 4.5cm 
min focus distance, and laser 
measurement for detailed 
inspection.

360° endless rotation, ±135° tilt, 
10x optical zoom.

Support 300m and 600m 
cable drum for long-distance 
inspection.

512Hz for accurate positioning.

6-wheel driven, dual-motor 
delivers superior power.

Dimensions
Wheel sets: 65mm / 125mm / 175mm / 9-inch

65mm wheel sets, no lift

9-inch wheel sets + carrier, full lift

344mm

626mm

121mm

152mm

540mm

416mm

511mm

630mm

Pipe collapse Pipe burst Pipe clogging

DN150



Specifications

Camera (CAM A90)

Crawler

Cable Drum (DRUM A300)

Permissible ambient 
temperature -20°C~60°C

Protection class IP68
Lift motorized; lifting height: 198mm; lift and chassis detachable
Steering function Dual motor differential design, 360° steering
Drive 6-wheel driven

Attitude display
In-built  inclination sensor and overturn protection; control interface 
displays real-time left and right roll angles, front and rear pitch angles, 
and camera rotation angles

Direction function Forward, backward, steering, automatic cruise
Inclination Max.34° (concrete floor)
Locator frequency 512Hz; 640Hz; 33kHz
Power supply Cable drum
Rear camera Camera resolution Full HD; 1920×1080P; 2.0 Megapixels  

Optional Gas detection, HD panoramic camera, 3D laser radar, 2D laser profiling, 
infrared thermal imaging PTZ, pipeline positioning, auxiliary light

Deployment range DN150-DN950

Dimensions 
(LxWxH)  

CAM A90+65mm wheel sets (no lift) 626.5x121x152mm
CAM A90+9-inch wheel sets+carrier (full lift) 630x415x540mm

 Weight approx.16.53kg

Front camera

Camera resolution Full HD; 1920×1080P; 2.0 Megapixels  
Optical zoom 10x
Image sensor 1/3” 2.0M CMOS
Min. focus distance 4.5cm
Light sensitivity (lux) 0.05 Lux

Pan & Tilt 360° endless rotation, ±135° tilt 
one-click reset

Low-beam light 8 white power LEDs
High-beam light  ×
Defog function ×

Dimensions 705×365×600mm
Weight 70.5kg
Protection class IP65
Cable length 300m motorized; Optional: 600m

Cable material

Outer layer TPU, inner Kevlar tension-resistant layer; 
Cable tension: 300kg; 
Waterproof, oil-resistant, wear-resistant, acid and alkali-resistant, 
corrosion-resistant

Cable protection With manhole cover roller
Meter counter √, Accuracy: ±0.5m
Operating system Power switch,  emergency stop switch

Control unit PSC
Dimensions 
(LxWxH) 360x210x86mm

Operating 
instructions

Two joystick controls, using a dual joystick operation method. Each 
joystick is equipped with a button function, and is also paired with 8 
quick control buttons.

Operating system Android
Video format / 
picture format MPEG4/H.264/JPEG or PNG (selectable)

Internal memory 128G+1T
Optional IVC, wireless tabletControl Unit
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