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Introduction 
PSC has two joystick controls, and each joystick is equipped with a 
button function. It also paired with 8 quick control buttons. Designed 
for work efficiency, this all-in-one controller enables precise operation 
and real-time monitoring for crawlers' movement and speed, as well 
as the camera. 
Equipped with image measurement tools, operators can also 
manually capture defect images and annotate directly during 
inspection, enhancing documentation and enabling detailed post-

analysis. The display interface presents key operational data at 
a glance. Real-time subtitle overlay supports custom styling for 
better visual documentation. Integration with VISONIC to generate 
inspection reports. 
It offers a unified control solution across multiple product lines, 
compatible with the ALPS, PATAGO, and EVEREST.

Features

Dimensions (LxWxH) approx. 360x210x86mm

Weight approx. 2.0kg (without cable)

Operating instructions Two joystick controls, using a dual joystick operation method. Each joystick is equipped with a button function, and 
is also paired with 8 quick control buttons.

Quick operation PTZ reset, PTZ 360 °, PTZ zoom, PTZ focus, lifting frame control

Operating system Android

Interfaces 1xType-C 
1xUSB-A2.0

Display type TFT (10-fingers multi-touch)

Display format 16:10

Display size (diagonal) 10.1” / 256mm

Display resolution 1920x1200 px

Display brightness 1000cd/m2

Video format / picture format MPEG4/H.264/JPEG or PNG (selectable)

Internal memory 128G+1T

Wireless standard WiFi:IEEE802.11 b/g/n

Power supply external

Protection class IP54

Precision Control Button Layout
Dual joysticks with integrated 
button functions enhance 
operational accuracy.

Frequently used functions are 
positioned for easy access, reducing 
effort and response time.
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