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Introduction Applications

Features

Precision Imaging

Tilt+Zoom

Stable Transmission

Lightweight Pole

Stable Imaging

RIFTEYE25 is a high-performance wireless QHD pole camera 
designed for rapid pipe inspection. It is an essential tool for conducting 
routine diagnostics, emergency checks, or pre-cleaning assessments 
of pipelines.

Featuring reliable wireless transmission, the system is ready to 
operate immediately upon manhole access with no cables or 
complicated setup required. Its lightweight carbon fiber pole, 
combined with a shock-absorbing J-shaped camera head, ensures 
exceptional maneuverability and stability, even when operated by 
a single technician. The standard pole length is 5 meters, with an 
additional 3-meter extension available for deeper inspections.

The RIFTEYE25 is equipped with low, medium, and high beams 
LED lights, providing superior illumination in dark, humid, or foggy 
environments. Its one-click defogging function ensures image clarity 
in extreme temperatures ranging from -10°C to 55°C. The system 
includes four rechargeable batteries, each offering up to 2.5 hours 
of operation, with hot-swappable functionality to support continuous 
fieldwork.

Controlled via a wireless tablet, the system supports optional signal 
boosters for maintaining stable, real-time video transmission—even 
in deeper or obstructed pipeline environments. 

4.0 Megapixels and laser 
measurement for 1.5m to 70m.

+20° upward, -90° downward, 25x 
optical zoom.

WiFi booster ensures real-time video 
streaming even in deep scenarios.

Made from high-intensive carbon for easy 
handling and enhanced durability.

Tripod stabilizer and J pod ensures 
clear and stable visuals during 
inspections.

Sediments detected, reducing flow capacity.

Dimensions

118mm 152mm

6045mm

1172mm346mm

Pipe collapse Pipe burst Pipe clogging



Deployment range DN150 and up

Dimensions 120×150×350mm

Weight approx. 2.95kg (excl. bipod)

Permissible ambient temperature -10°C~55°C

Protection class IP68

Tilt range +20° upward, -90° downward

Camera resolution
QHD
4.0 Megapixels
2560×1440P 

Optical zoom 25x
Light sensitivity (lux) 0.05 Lux
Defog √
Reset √

Lighting
2×1.5W high-power LEDs with reflector
2×9W high-power LEDs for medium-range
2×3W high-power LEDs for close-range

Laser measuring distance 1.5 - 70m
Laser measuring accuracy ±5cm
Battery 2.5h×4 pieces

Specifications

Camera

Pole 

Control Unit

Length 5m+3m (for extension)

Material carbon fiber

Bipod length 0.8m

Dimensions 11 inch

Weight approx. 480g (excl. pad case)

Operating system Android

Display resolution 1920×1200P

Display information date, time, distance, text input, pitch angle

Data storage 128G

Connections wireless

Data transmission Wi-Fi
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