
飞秒激光精密打标机 
Femtosecond laser precision marking machine

设备型号Equipment Model FRZ-LMF-5F FRZ-LMF-10F

平均输出功率
Average output power(W)

5W 10w □

激光波长
Wave Length

1064nm

最大雕刻速度
Maximum sculpture speed

7000mm/s

脉冲宽度
Pulse width

<400fs(可定制 can be customized)

重复频率范围
Repetition frequency range

1-1000KHz(可定制 can be customized)

打标幅面
Marking area

110mm*110mm(可选Optional)

最小字符高度
Min character height

0.03mm

最小线宽
Minimum line width

0.03mm(视材料 depending on material)

工作环境温度
Operation environmental temperature

20°C-25°C(建议恒温环境 Suggest a constant temperature environment)

电源
Power supply

3KW;  AC220V/50Hz

冷却方式
Cooling mode

水冷 Water cooling

防护罩
Shields

选配(Optional)

烟雾净化器
Purifier

选配(Optional)



飞秒激光精密打标机 
Femtosecond laser precision marking machine

FRZ-LMF-20F

20W

1064nm

7000mm/s

<400fs(可定制 can be customized)

1-1000KHz(可定制 can be customized)

110mm*110mm(可选Optional)

0.03mm

0.03mm(视材料 depending on material)

20°C-25°C(建议恒温环境 Suggest a constant temperature environment)

3KW;  AC220V/50Hz

水冷 Water cooling

选配(Optional)

选配(Optional)


