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ELECTRICAL PERFORMANCE
TORQUE SPEED ICURRENT POWER EFF'CY
VOLTAGE
e Nm RPM | A | Wo % GENERAL FEATURES REV. A
(#10%) | MAX | MAX HIPOT: LG Lead wire W1 UL1015 105C AWGH18 [1] FINISH: POWDER COATING,DULL BLACK
1500 VacmAtsee : MODEL NO| BY110BL154
FREE LOAD SPEED 00 | 4000 15 0 0% LENGTH STRIP LENGTH COLOR [2] DUTY CYCLE:CONTINUOUS
NORMAL LOAD 40 3000 50 1250 % INSULATION W1 400115 5¢1
. RESISTANGE:
@ MAX EFFICIENCY 385 | 3040 49 49 8% 100 M2 MIN W2 400£15 5¢1 w< w_ucO _/\_O._.OT
@NAX POWER 40 | 1000 85 | 668 60% INSULATION
@STALL 160 | 0 1550 | 0 0 CLASS:  F UNSPECIFIED TOLERANCE ~ /R
CUSTOMER APPROVAL DECIMAL ANGLE L\
APPROVAL: 1 PLACE 2 PLACE scale: 1 : 1
0.25 1005 d QTY PER UNIT: MM
DESIGNED sEET | 1 | ok [
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