ZCFP Series Mild Anti-
Vorrosion Solenoid Valve
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Characteristic

Medium

Temperature

Pressure

Port Size

Port Thread

Orifice(mm)
Voltage

Tolerance

Material

The use ofisolated piston structure greatly increases the service life

Acid, alkali, salt and other anticorrosive fluids

UPVC: concentration of sulfuric acid and hydrochloric
acid <10%,fluid temperature <50°C

DC24V:0.01~0.6MPa
AC220V:0.01~1.0MPa

1/2%3/4"1°1-1/4"1-1/2"2",2-1/2

Thread: 1/2"~21/2'

15, 20, 25, 32, 40, 50

DC-12V,24V
AC-24V,120V,240V/60Hz,110V,220V/50Hz

+10%
Body UPVC
Seal FKM,EPDM
Armature Tube Stainless Steel 304
Plunger Stainless Steel 430F
Stop SS 430F
Springs SS 304
Shading Rings Copper

Determine Valve Body Code
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ZCFP

15, 20, 25, G-G/BSP G/BSP
32, 40, 50 N-NPT thread NPT

U-UPVC

F:FKM Ycis
E:EPDM YE1B
YF1B

EXMAPLE: ZCFP SERIES, 25MM ORIFICE, 1"G, UPUC BODY, COIL YC1B,AC220V.

ZCFP Series Solenoid Valve Parameters and Dimensions

Size Port
mm Thread

G1/2"
15 Flange 1/2"
G3/4"
20 Flange 3/4"
G1”
25 Flange 1"
G1-1/4"
32 Flange 1-1/4"
G1-1/2"
40 Flange 1-1/2"
G2"
50 Flange 2"
G2-1/2"
65 Flange 2-1/2"

Cv Temperature Pressure  Voltage
4.2
5.8
- UPVC AC220V
ABS:<50°C AC110V
0.6MPa AC24V
15.2 CPVC DC24V
<95°C DC12V
21
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Boundary Dimension (mm)

w (o A
63.5 63.5 16
63.5 63.5 19
74 74 26
9 94 30

94 94 325
155 155 42
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1. AC220V
2, DC24v
3. AC110V
4. DC12V
5. AC24V

D Flange Center
Hole Spacing
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Determine Valve Body Code

5 2 1 B 1
Model Number NO Wiring Form Rank Input Voltage

S-Plastic Coil 1 1-Connection box B-B grade (-20~130°C) 1-AC220V
Y-Waterproof Coil 2 2-45cm lead F-F grade(-20~155°C) 2-DC24V
F-Waterproof Coil 3 3-1/2" conduit H-H grade(-20~180°C) 3-AC110V
L-Self Retaining Coils 4 4-1m long lead 4-DC12V
Ex- Explosion-proof coils 5 5-AC24V

6 6- DC6V

7 7-AC380V
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Voltage

AC24 - 240V 50Hz / 60Hz
DC12 - 48V

power

18VA 11W

Protection level
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