
SM700-T-1(II)
Operating instructions for the

converter

Jiaxing Songmao Electronics Co., Ltd.

http://www.smmeter.com

E-mail:sales@smdznet.com

http://www.smmeter.com


- 1 -
Jiaxing Songmao Electronics Co., Ltd. Address : Room 1-201, Science and Technology Entrepreneurship Service Center, No.
79 Jinsui Road, Nanhu District, Jiaxing City, Zhejiang Province China
http://www.smmeter.com Tel:86-573-82623038 Email:sales@smdznet.com

Table of contents
1. Introduction of SM700-T-1 (II) converter ...................................................................................- 3 -
1.1 Product introduction .................................................................................................................- 3 -
1.2 Product performance ............................................................................................................... - 3 -
1.3 Main parameters ......................................................................................................................- 3 -
2. SM700-T-1 (II) converter physical drawing and indicator light function ................................... - 4 -
2.1 Physical drawings .................................................................................................................... - 4 -
2.2 Wiring diagram .........................................................................................................................- 4 -
2.3 Port introduction .......................................................................................................................- 5 -
2.4 Description of indicator light .................................................................................................... - 5 -
3. Function introduction and operation steps of configuration software .......................................- 6 -
3.1 Gateway parameter configuration ........................................................................................... - 6 -
3.2 RS485/RS232 to TCP............................................................................................................. - 8 -
3.3 TCP to RS485/RS232 ............................................................................................................. - 9 -
4. Service and warranty ...............................................................................................................- 10 -

http://www.smmeter.com


- 2 -
Jiaxing Songmao Electronics Co., Ltd. Address : Room 1-201, Science and Technology Entrepreneurship Service Center, No.
79 Jinsui Road, Nanhu District, Jiaxing City, Zhejiang Province China
http://www.smmeter.com Tel:86-573-82623038 Email:sales@smdznet.com

Disclaimer:
Copyright © 2025 SMDZNET. All Rights Reserved.

Before using the product, please read the manual intensively.First, please confirm which type of Instruments is used with the

HART protocol, and then find out the appropriate using method in the manual. Before switching on the power, please confirm all

interfaces are correctly connected. The company will not be held liable for any damage caused by improper use that violates the

methods specified herein unless following the instructions.

This document serves as the official product description. However, content may become outdated or invalid due to

product/software upgrades. We do not guarantee consequences arising from such changes. Please monitor version updates and

ensure prompt updates.

For the latest information, please refer to our website: www.smmeter.com.If you have any questions about this document or

the performance description of this product, please contact your supplier or contact us directly.E-mail :sales@smdznet.com or

contact tel:86-573-82623038 for advice and answers.

Copyright notice:

All rights to this document are exclusively owned by our company. No individual or entity may disclose any content to third

parties in any form (including transcription, photocopying, translation, email, etc.) without prior written consent.
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1. Introduction of SM700-T-1 (II) Converter
1.1 Product Introduction

The SM700-T-1 (II) converter is a multi-function serial server that includes a gateway and one RS232 or one RS485,

enabling data transmission between the RS232 or RS485 and TCP/IP communication ports. The data acquisition and conversion

system has the characteristics of stable performance and high cost performance.

Because the hardware structure of SM700-T-1 (II) converter fully conforms to the industrial standard, it adopts special design

in terms of temperature range, vibration, electromagnetic compatibility and interface diversity to ensure stable operation in harsh

environment and provide high quality assurance for your equipment.

1.2 Product Performance
● Equipped with standard TCP/IP, RS485 or RS232 communication interface to support mutual data transmission.

● With power-off memory function, parameters do not need to be reset after power off.

● Parameters and real-time data can be queried locally, and all operating parameters can be set.

● Adopt industrial universal module shell, which is convenient for installation and commissioning.

● The power supply and data transceiver communication indicator can clearly indicate the working status of the collector.

1.3 Main Parameters
● Shell size: length 103 mm × width 94 mm × height 33 mm.

● Working temperature: -20 ℃ ~ + 80 ℃.

● Storage temperature: -25 ℃ ~ + 80℃.

● Power input voltage: DC 24V.

● Protection class: IP65.
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2. SM700-T-1 (II) Converter Physical Drawing and Indicator Light Function
2.1 Physical Drawings

2.2 Wiring Diagram
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2.3 Port Introduction
Port name POW GND RS485A RS485B RS232T RS232R GND

Function/access device Power supply RS485 communication RS232 communication

● POW, GND: power supply, access to 24 V DC power supply to supply power to the converter. The positive pole of the power

supply is connected to the POW terminal, and the negative pole of the power supply is connected to the GND terminal.

● RS485A, RS485B: RS485 communication, refer to the connection diagram to connect instruments and equipment, and realize

data transmission between instruments and equipment.

● RS232T, RS232R, GND: RS232 communication, refer to the connection diagram to connect instruments and equipment, to

achieve data transmission between instruments and equipment.

2.4 Description of Indicator Light
● 485 communication indicator: it flashes when RS485 serial port data is exchanged.

● 232 communication indicator: it flashes when RS232 serial port data is exchanged.

● NET communication indicator: the communication is normal and flickers regularly.

● POW communication indicator: it is always on when the power supply is normal.
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3. Function Introduction and Operation Steps of Configuration Software
3.1 Gateway Parameter Configuration
1) Double-click to run the gateway parameter configuration software, and click Device Management to find the current device.

2) In the "Device Management" window, the software automatically search the gateway devices of this collector, and the search

results will be displayed in the main window. Select the searched gateway device and click "Edit Settings", and the "Device

Settings" window will pop up.
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3) Input the corresponding IP address, port and other parameters, set the baud rate to 9600, and set other parameters by default.

After changing the parameters, click "Modify Settings" to save the configured Ethernet network parameters. Finally, close the

gateway parameter configuration software. At this time, all parameters of the gateway have been configured.

4) Open the "Local Connection Status" window of the computer, click "Properties", select "Internet Protocol Version 4

(TCP/IPv4)" in the pop-up dialog box, and then click "Properties". Finally, you can query the IP address, subnet mask and default

gateway of the computer in the pop-up window.

http://www.smmeter.com


- 8 -
Jiaxing Songmao Electronics Co., Ltd. Address : Room 1-201, Science and Technology Entrepreneurship Service Center, No.
79 Jinsui Road, Nanhu District, Jiaxing City, Zhejiang Province China
http://www.smmeter.com Tel:86-573-82623038 Email:sales@smdznet.com

3.2 RS485/RS232 to TCP
1) Open the TCP Client software, input the server IP and port number according to the gateway information just configured, and

then click "Connect". The word "Connected" appears in the status indicator below.

2) In the lower Send Data area, enter the command code for reading data according to the 485/232 signal to be read, and then

click Send. At this time, the data information returned by the RS485/RS232 instrument can be seen in the upper receiving

data area.
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3.3 TCP to RS485/RS232
1) Open the serial port debugger software, select the serial port number of the 485/232 communication line recognized by the

computer, select the default baud rate of 9600, data bit of 8, stop bit of 1 and check bit of None, and then click "Open serial

port".

2) In the Send data area, enter the command code for reading data according to the gateway device signal to be read, and then

click Send. At this time, the data information returned by the gateway device can be seen in the receiving data area below.
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4. Service and Warranty
1. This product is guaranteed for three years under normal use conditions.

2. During the warranty period, our company will provide you with warranty service for any failure caused by product technology.

3. The following circumstances are not within the scope of free warranty:

① Products that are disassembled and repaired without the consent of the Company;

② Damage caused by external force and other natural disasters.

4. If the user thinks that the product of our company needs to be repaired, please call our company to contact us in time, and we

will repair and send it back as soon as possible.

5. The warranty liability is limited to the fault maintenance of the product during the warranty period, and does not assume other

responsibilities.

After-sales service hotline: 86-573-82623038
Email: service@smdznet.com
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