RF Balun Transformer
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50Q 1:1 Transmission Line Transformer 3-3000MHz
Outline Drawing(mm) Features
_ *RF Power, 2W Max
i |5 l ]4 *DC current: 500mA Max
+260°C Reflow Compatible
*RoHS compliant and lead free
3.81£0.25 *Operating temperature range: -40 C to +85C
*Storage temperature range: -55C to +105C
U UL U -
e Applications
3.81£0.25
* For Motorola Walkie-talkie.
¢ For Car Streaming Media Rearview Mirror.
¢ For Broadband and Wireless Communications.
* For Wireless Microphone & Marine Comunications.
e For Ldeally Suited LTE, Cellular, UMTS, WiFi, WiMAX.
 For Differential Modulator/demodulator and Active Mixers.
R PR : L ,
1275025 Electrical Specifications:TA=25C, 0dBm, Z0=50Q
Parameter Test Conditions| Units Min Typ Max
Electrical structure 3-1800MHz dB — 0.6 1.0
o ) 1800-2400MHz dB — 1.1 2.0
Main line L Pin4- -
Fig E ainfine Loss (Pin4-3) 1 5200-2700MHz | dB — 16 3.0
2700-3000MHz dB — 2.2 3.5
3-1800MHz dB — 0.7 1.0
Main line Loss (Pind-1) 1800-2400MHz dB — 0.5 2.0
4 O—M—O 3 2400-2700MHz dB — 1.0 3.0
o L d sc 2700-3000MHz|  dB - 15 35
) 3-20MHz dB — 0.6 1.0
] Omo1 Amplitude Balance 20-3000MHz aB — 06 10
Phase Balance 3-3000MHz ° — 4.0 10.0
Input Return Loss(Pin4) 3-2700MHz dB 10.0 14.0 _
2700-3000MHz dB 8.0 10.0 —
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Phase Balance Return Loss
20.0 5.0
15.0 -10.0
10.0 150 T ~———
Pin Connections 33 — —_] g 200 -
X g -250 / 5
Input 4 -5.0 8 -30.0 l/
Output 1 3 -10.0 -35.0 -
Output 2 1 -15.0 400 | ——Pin4
-20.0 -45.0
Ground 5 0 500 1000 1500 2000 2500 3000 0 500 1000 1500 2000 2500 3000
Not Used 2 Frequency(MHz) Frequency(MHz)
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RF Directional Coupler
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Recommended Soldering Temperature Graph:

Typical RoHS Reflow Profile
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Packging Dimension For Caeeier Tape(UNIT:mm):
(UNIT : mm)
END 2.0+0.1 4.0+0.1 1.75%+0.1 ?1.5+0.1 START 0.40+0.05
i e e (STl (55 T
IR A R R IR I | FoEe]
. < le [ ( 4.3+0.1 — —
| TRCHE I .
blank - 8+0.1 ~ blank 4.1x£0.1 e
~——160mm Min—- . 400mm Min R
560mm Max

2000PCS/Reel o] 85 | 125 | 165 | 245
T —VU.
20000PCS/ Big Carton T DIM
I B+0.1 2.3 2.3 2.3 2.3
DIM
| C10 1 100 | 100 | 100 | 100

Length of the preceding blank space: 400MM Min
Length of the trailing space: 208MM Min

The label should be stuck on the
side without positioning holes.
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