Grenergy

LAF12300

BIEERIE

LITHIUM IRON PHOSPHATE BATTERY | LIFEPDO4
ELECTRICAL SPECIFICATIONS CHARGE SPECIFICATIONS
Nominal Voltage 12.8V Recommended Charge Current | 60 A
Nominal Capacity 300 Ah Maximum Charge Current 200 A
Capacity @ 60A 300 min Recommended Charge Voltage | 14.2 V — 14.6V
Resistance <10 mQ @ 50% SOC BMS Charge Voltage Cut-Off | 148V (3.65£0.025v) (25)
Efficiency 99% Reconnect Voltage 14.0 V (3.5 +0.05 v)
Self Discharge <3% per Month Balancing Voltage 13.6 V (3.4 +0.025 v)
Cycle Life 2000 times DOD100% (0.5C)

Maximum Modules in Series

4

COMPLIANCE SPECIFICATIONS

DISCHARGE SPECIFICATIONS

Certifications

UN38.3 (battery) CE (battery)

UL1973 & IEC62133 (cells)

Shipping Classification

UN 3480, CLASS 9

Maximum Continuous Discharge Current | 200 A

Peak Discharae Current 600 A (1-3 s)
BMS Discharae Current Cut-Off 600 A (1-3 s)
Recommended Low Voltaae Disconnect | 11V

BMS Discharge Voltage Cut-Off

10 V (2.5 +0.08 vpc) (2s)

DIMENSIONAL SPECIFICATIONS

Reconnect Voltage

10.8 V (2.7 #0.1v)

Short Circuit Protection

200-600 us

TEMPERATURE SPECIFICATIONS

Discharge Temperature

-4 10 140 °F (-20 to 60 °C)

Charge Temperature

3210 131 °F (0 to 55 °C)

Storage Temperature

14 t0 113 °F (-10 to 45°C)

BMS High Temperature Cut-Off

167 °F (75 °C)

Reconnect Temperature

122°F (50 °C)

MECHANICAL SPECIFICATIONS

Dimensions (L x W x H)

20.47 x 10.59 x 8.66 inch

520 x 269 x 220 mm

Weight

66.1 Ibs (30.0 ka)

Terminal Type

M8 x 1.25

Terminal Torque

80 - 100 in-Ibs (9 - 11 N-m)

Case Material

ABS

Enclosure Protection

IP65

Cell Type

LiFePO4

A Currwed Commmcnea - TvITO 008 B

Tel: 86-755-8933 5286 | Mail: info@grenergycn.com
Add: No.10, Jinlong 2nd Road, Tongle Community, Baolong Street, Longgang District, Shenzhen City, Guangdong Province,P.R.China

WWW.grenergycn.com

File No.: GS-LF-3039 Revision: A0


mailto:info@grenergycn.com

Grenergy

EIRERIE

LAF12300

DATA SHEET

LITHIUM IRON PHOSPHATE BATTERY | LIFEPO4

PERFORMANCE CHARACTERISTICS

DISCHARGE VOLTAGE CHARACTERISTICS at VARIOUS RATES
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CHARGE VOLTAGE CHARACTERISTICS at VARIOUS TEMPERATURES
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CYCLE LIFE vs. DEPTH OF DISCHARGE (DOD)
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