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Voltage: 51.2V

Capacity: 42Ah |

51.2V 42Ah

Energy: 2150 Wh

LITHIUM IRON PHOSPHATE BATTERY | LIFEPO4

DATA SHEET

ELECTRICAL SPECIFICATIONS CHARGE SPECIFICATIONS
Nominal Voltage 51.2V Recommended Charge Current| g a
Nominal Capacity 42 Ah Maximum Charge Current 40 A
Capacity @ 8A 300 min Recommended Charge Voltage | 56 8\ —58.4 Vv
BMS Ch Volt Cut-Off
Resistance <35 mQ @ 50% SOC > Charge Voltage Cut-0 50V (3.75£0.005 vpe) (2 s)
Efficiency 99% Reconnect Voltage 57.6 V (3.6 +0.05 v)
Self Discharge <3% per Month Balancing Voltage 54.4V (3.4 +0.05 v)
Cycle Life 2000 times DOD100% (0.5C)

Maximum Modules in Series

1 (single use)

DISCHARGE SPECIFICATIONS

Maximum Continuous Discharge Current | 40 A

Peak Discharge Current 120 A (0-3 s)
BMS Discharge Current Cut-Off 120 A (0-3 s)
Recommended Low Voltage Disconnect | 43.2 V

BMS Discharge Voltage Cut-Off

40V (2.5 +0.05v) (2 s)

Reconnect Voltage

43.2V (2.7 £0.1v)

Short Circuit Protection

200-600 ps

TEMPERATURE SPECIFICATIONS

INPUT& OUTPUT

AC Input MAX

AC 120V/220V-50HZ/60HZ-1600W MAX

Solar Input (XT60)

10-100V 1000W Max

AC Output Voltage AC 120V/220V-50HZ/60HZ
AC Output Power 2000W  Max

AC Output Peak Power 4000W Max

USB-A QC3.0 *2

USB-C Type-C  *2

Car port 12V 10A Max *1

DC Output/Input DC51.2V  40A Max

DIMENSIONAL SPECIFICATIONS

Discharge Temperature

-4 0 140 °F (-20 to 60 °C)

Charge Temperature 32to 131 °F (0 to 55 °C)
Storage Temperature 14 t0 113 °F (-10 to 45°C)
BMS High Temperature Cut-Off 167 °F (75 °C)
Reconnect Temperature 149°F (65 °C)

MECHANICAL SPECIFICATIONS

Dimensions (L x W x H) 16.53 x 13 x 10.82 inch
420 x 330 x 275mm

Weight 44 Ibs (20 kq)

Terminal Type WS28-2

Case Material PP

Enclosure Protection 1P30

Cell Type LiFePO4
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Voltage: 51.2V |  Capacity: 42Ah |  Energy: 2150 Wh

LITHIUM IRON PHOSPHATE BATTERY | LIFEPO4

DIMENSIONAL SPECIFICATIONS

QC3.0/ Type-C

PV Input

Car port

DC Input/Output

DC switch

AC Output
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Voltage: 51.2V

Capacity: 42Ah |
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PERFORMANCE CHARACTERISTICS

DISCHARGE VOLTAGE CHARACTERISTICS at VARIOUS RATES

&4 25:C (77°F)

56.0
54.0
52.0
50.0
48.0
46.0
44.0
42.0
40.0
38.0
36.0
34.0
32.0

0% 20%

Voltage (V)

40%

60%
Capacity

80% 100%

CHARGE VOLTAGE CHARACTERISTICS at VARIOUS TEMPERATURES
CHARGE 0.2C

j_/—J

120%

Voltage (V)

—45°C (113°F)
—25°C (77°F)

— 5°C (41°
o4 (41°n.
0% 20%

40% 60% 80%
State of Charge

100%

CYCLE LIFE vs. DEPTH OF DISCHARGE (DOD)

—_— DISCHARGE 0.5C/CHARGE 0.5C @ 25°C (77°F)

Remaining Capacity

—50% DOD
—80% DOD
—100% DOD

0 1000 2000 3000 4000

Cycles

5000 6000

120%

7000

58.0

DISCHARGE VOLTAGE CHARACTERISTICS at VARIOUS TEMPERATURES
DISCHARGE 1C

56.0

54.0

52.0{

50.0
48.0

Voltage (V)

44.0
42.0
40.0
38.0
36.0
34.0
32.0

0% 20%

60.0
58.0
56.0

54.0
52.0
50.0

Voltage (V)

44.0
42.0
40.0
38.0
36.0

34.0-

32.0

140
130
120
110
100

46.0 |

46.0+

— 60°C (140°F)
— 25°C (77°F)
— 0°C (32°P)
—-20°C (4°F)

45°C (113°F)
— 10°C (50°F)
| —-10°C (14°F)
40% 60% 80%

Capacity

100% 120%

CHARGE VOLTAGE and STATE OF CHARGE (SOC)

CHARGE 0.2C @ 25°C (77°F)

—Voltage
—State of Charge 10%

0 50 100 150 200 250 300 350
Time (Minutes)

CAPACITY of LiFePO4 vs. LEAD ACID
at VARIOUS RATES OF DISCHARGE

90
80

Capacity (Ah)

70
60
50

30
20

0 10 20

| —FLA

~——LiFeP0O4

—AGM
—GEL

40 60 70 80
Rate (A)

www.grenergycn.com

Tel: 86-755-8933 5286
Add: No.10, Jinlong 2nd Road, Tongle Community, Baolong Street, Longgang District, Shenzhen City, Guangdong Province,P.R.China

| Mail: info@grenergycn.com

File No.: GS-LF-3523 Revision: A0




