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OUTLOOK AND INSTALL PAPER ROLL

A.Connect AC power cord power,DC power cord to printer.

B.Connect printer and computer/tablet.

C.Connect cash drawer.

CONNECT PRINTER

Self Test
Printer connected power and keep off status, then press the
“FEED”button and turn on the power, after hear the beeper sounds,
release "FEED button", acompleted self test paper will be printed and
show printer settings.
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USB PORT DRIVER INSTALLATION

1) Select USB port and printer type;(A)
2) Choose the size according to the labeling machine model; (B)

1. 1. Double-click "EMLabelDriver"
2. USB driver installation
driver installation



3

3 ) Click Start Installation .

4 ) Select YES to print the test page and check the printer driver name;

5 ) Installation is complete .
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LAN PORT DRIVERINSTALLATION

1.Double -click "EMLabelDriver"
2.LAN driver installation

1 ) Select the network port and IP port number; (A)
2 ) Choose the size according to the labeling machine model; (B)

3 ) Click Start Installation.

2 ) Choose the size according to the labeling machine model; (B)
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4 ) Select YES to print the test page and check the printer driver name;

1 ) Select serial port, printer type and port number; (A)
2 ) Choose the size according to the labeling machine model; (B)
3 ) Select the baud rate (default is 19200, check the printer baud rate:

self-test page-serial config); (C)

5 ) Installation is complete.

1. 1. Double-click "EMLabelDriver"
2. Serial port installation
driver installation

SERIAL PORT DRIVER INSTALLATION
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5 ) Select YES to print the test page and check the printer driver name;

4 ) Click Start Installation.

6 ) Installation is complete.
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INDICATORS

BUTTONS


