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Remove the used roll paper core if any, and insert the roll paper.
The correct direction of the paper is shown in the illustration below.

Self-Test Page:

Turn off the power first. Keep press the "Feed" button don't loose and
in the meantime turn on the power. The test page will print
automatically and then can loose the "Feed" button. If need to print
normal paper, please restart the printer and then can in normal
working status.



Driver Installation for Windows by USB Connection

1.Connect with Windows via USB interface, turn on the power of
printer.
2.Double click the "POS Printer Driver ".

_ T S o

3.Choose the language to English and click the "OK".

Select Setup Language w

Select the language to use during the

installation:
(Engish 3
Lo« J[ canel |
4.Click the "Next ".
45 Setup - POS Series Printer Driver — 4

Welcome to the POS Series
Printer Driver Setup Wizard

This will install POS Series Printer Driver version 11.3.0.3 on
‘your computer.

Itis that you dose all other
continting.

Click Next to continue, or Cancel to exit Setup.

Cancel




5.Choose the "Accept” and click the "Next" .

5 Setup - POS Series Printer Driver - *

Printer

Please read the foloning License Agreement. You must accept the terms of this
agreement before continuing with the installation.

[SOFTWARE LICENSE AGREEVENT

[MPORTANT ¥ The

Jsoftware: th

lconditon that you agree with the terms and conditons set forth in ths legal

Joareement. PLEASE READ THIS AGREEMENT CAREFULLY. YOU WILL BE BOUND

[BY THE TERMS OF THIS AGREEMENT IF YOU INSTALL, DOWNLOAD, COPY, OR
i tothe

ceept the agreamer

O do ot accept the agreement

<Back Cancel

6.Click the "Next".

8 Setup - POS Series Printer Driver - X

Printer

Setup wilinstall POS Series Printer Driver into the following folder.

cickr

vi13.0.3] Bromse.

Atleast 13.0 MB of free disk space is required

<Back Cancel

7.Click the "Install".

5 Setup - POS Series Printer Driver - X
Printer

Cicknstal the installaion, or
iange any settings.

Destnation location:
C:1POS Printer Driver V11.3.0.3

<Back Cancel




8.Choose the "POS-80 ".

B8 Orver setup nd coniy =9 ®
‘Select Operating System
€ Windows 2500  Vidows X2 € Wedows 2003

© Windows Vets © Windows 7 Vindows 8

© Vindows 10
u Select Prrter [ [PO5-20 Seves Prrter ]
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9.Click the "USB Port Check" and it will auto detect the interface you
plug:

Select Oparaing Sysem
© Windows 2000 © Windows X (~ Windows 2003
© Windows Vets & Windows 7 Vindows 8

© Windows 10

Select Pirter [FOS80 Seves Prter <]

10.Click the "Begin Setup"”.

8 Orverseup and confiy. =5 ®
Select Operating System

€ Windows 200  Wedows X € Wedows 2003
© Windows Vista & Windows 7 Windows §

© Windows 10

Select Pirter  [FOS 80 Senes Prter <]




11.Installation Sucessful! You could print the test page now.

ks T

Gereral | Shamg | Ports | Advanced [ Color Managemers | Secuy | Dewoe Setings.

- pos =]

Modet  POS8011300
Features
Color:No Paper avaiable

Printer Paper®002) x 206mn

Driver Installation for Mac by USB Connection

1.Connect with Mac via USB interface, turn on the power of printer.
2.Double click the driver file.

ece Printer Driver 2 2 . e- Q

© Recents
® aorop

A Aoplecato.
© Deskion
 Documents

® Downlosds.

Cloud Orive
= Shares

oue

3.Double click the "macOSDriver.dmg".

Claud Orve

oue



4.Double click the "macOSDriver_singed.pkg".

1 macosoriver

5.Double click the "Continue".

° © Install macoSDriver
Welcome to the macOSDriver Installer

© Introduction You il b uidad trough heseps ecessary toostak e

6.Double click the "Install" and type the password(your own mac
password)

.  Install macosDriver )
Standard Install on *Macintosh HD"
T “This will take 176 KB of space on your computer.

Destination Select Click Instal to perform a standard installation of this software

O T n the disk "Macintosh HD

Change Install Location.

Customize Go sack



7.Click the "Close".

. @ Install macOsDriver a8

The instalation was completed successfully.

©

The installation was successful.

The software was installed

© Introduction

© Summary

8.Choose the "System Preferences", and click the "Printers and Scanners".

. e =)
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9.Click the "+".
i L] < Printers & Scanners Q
Clck Add (+) to set up a printer.
DO v °
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10.Click the "POS80 printer USB" and  wait a few seconds, it will appear datas.

[E]

a
POS80 Series POSSO Priner UsB use
Name:
Location:
Use:
2

11.Click the "Add" and wait a few seconds, it will configuare automacicaly.

ece Add printer

® ® @

Name - Kind

Name: POS80 Series POS80 Printer USB
Location:  tina9MacBook Alr

Use:  Generic PostScript Printer e

Jou use 8l the festures o your primer

12.Installation Sucessful.

. < i Printors & Scanners

POS80 Series POSBO printer USB
= Open print Quaue

= Optons & Supoles.

Sharethisprintron the network  Shaea e

Oafoult printr: _ Last Prnor Used [}
e

Dotaut papar size: A5
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LAN Port Driver Installation

1.Get the IP address from the Self-Test Page.

Switch off the printer then press "FEED" button and do not release.
Press the "POWER" button at the same time till the "ERROR" indicators
on, then release the button and the self-test page will be printed out.
The Default IP Address of our printer is: 192.168.1.100

Print Speed: 300mm/s(Max)

Interface type: USB & Ethernet(10M/100M) &
Serial 115200,none.8.1

Protocols: TCP/IP

182-168-1-102
256-255-265-0

182-188-1-1
: Disable
W bit image supported? Yes
utter selected? Yes

2.0pen Printer Driver "Properties" and click "Ports". Select "Add Port"
we can see below image:

i Standord TGP Pt ot Wawe

Welcome to the Add Standard
& TCP/IP Printer Port Wiz

3.Click "Next", and enter into the printer IP address:

A Standard TP Pt Pot Waned

ey

pot
Farwhich v do you wrt 0303 &




4.Next and choose "Generic Network Card" then click Next.

' Sandad TEP/P Pt Port Wamd

Abterd oet dormaton et
The G cukd et b dwetd S

The deice s not found o the network. Be e that:

L The

don

Thed e contuaed.
. The addees o the previous page s comet

Then comectthe
et the

device typebeow.
Device Type

 Stundued | Genen Network Card. =

Custom

<o [Nt ==

5.Then you can check the image as below:

I Sandad TCP/P Pt P W

Completing the Add Standard TCP/IP
Printer Port Wizard

You have selected  port withth folowing charctrstics.

s No

Protocot Raw, Pon9100
Deice 1921681300
Pt Hame

6.Click finished and we can check the added ports as below image:
General | Sharing | Ports | Advanced | Calor Management | Securty | Device Setings
o o

Print to the following ports). Documents will prnt to the irst free
checked port

Port Description Printer

coms Serial Port

7% XPS Docume -

Add Port... Delete Port Configure Port.

Enable printer pooling




7.Let's back to "General" and click "Print Test Page", if the print test
page works well, that mean all setting is OK.

momre T

Gerersl | Sharing | Ports | Advanced | Color Management | Secuty | Devics Setings

« ==

Location:

Comment:

Mogel POS-8011300
Festures
Color: No Paper availsble:
Double-sded No
Staple: No
Speed: Unknown

ZPrinter Paper(80(72) x 3276mn
Masimum resolution: 203 dpi

Prefesences.. | Print TestPage

[ ]

8.We can also change the setting by "Device Setting" (print method

setting, cash drawer setting, paper cutter setting etc)-As below image
shown:

= POS-80 Properties (5]

[ Generai | Sharng | Ports | Advanced | Color Management | Securty | Device Settings |

7 POS-80 11300 Device Settings
241 Form To Tray Assignment

Manual Paper Feed: ZPrinter Paper(80072) x 3276mm)
& i Installable Options.
Print Speed: Fast mode

Print as softfont [,

Cash Drawer:

Print as image Printing
LAl Print 5 soft font
Blank space at page's end: Do not print

Feed distance after print: feed 27mm

Paper Cutting: After one page
Beeper: Beep before every page.

NV Logo: Do not prin NV Logo
Character Set: PCA37(5td Europel(l)
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WiFi Driver Installation

The setting parameters of 80 WiFi thermal printer can be modified
through the web page, the steps as below:

1.Power on the printer.

2.Find "HF-LPB100" and link it.

3.Enter the IP address (10.10.100.254) into the PC browser, and can see
as below:

Connect to 10.10.100.254

HF-A11
User name: ﬂ admin v ‘
Password: ssnee ‘

[Jremember my password

User name: admin
Password: admin

Press OK and then select "AP+STA mode ", and save.

Select Mode

12



4.Select "STA Setting” as below:

Above are all your current wireless network, select one of your wireless
device available to be used, then click "OK".

6.Input the correct configuration within the dialog, as below:

Router name

WIFI password
Use static IP

IP settings should be
inthe same network
segment as the router,

and IP cannot be occupied
by other devices.

STA setting is complete, click "Save".

13



7.Select "Other Setting" as below:

Defaultbaud rate : 115200
Other Setting

Port1D:9100

8.Restart the module. Click OK, then the WiFi configuration is done.

Restart

14



Input "ping 192.168.1.105-t" as below (192.168.1.105 is the IP Address
what made in STA setting)

o \I]]m's\xyslnilz\tld exe

ping 192.168.1.105 —t

If details shows as below, means the printer is successfully connected
to the wireless network device.

\FINDO¥S\systemi2\cad. exe — ping 192, 168.1. 105 —t

nd Settings\Adninistrator>ping 192.168.1.185 -t

Pinging 192.168.1.185 with 32 hytes of data:

1
1
1

A
1
1
1
1
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