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Remove the used roll paper core if any, and insert the roll paper.
The correct direction of the paper is shown in the illustration below.

Self-Test Page:

Turn off the power first. Keep press the "Feed" button don't loose and
in the meantime turn on the power. The test page will print
automatically and then can loose the "Feed" button. If need to print
normal paper, please restart the printer and then can in normal
working status.



Driver Installation for Windows by USB Connection

1.Connect with Windows via USB interface, turn on the power of
printer.
2.Double click the "LabelPrinter V1.0.6".

Date modified Type Size

1/2/2024 1:46 PM Application 2388 KB

3.Choose the language to English and click the "OK".
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4.Click the "Next ".
5.Choose the and click the "Install".
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6.Click the "Usb Port" and then it will show the information.
7.Click the "Install Driver".

[rap— - x [rer— - x




8.Install successful, click the "Print Test Page".

= LABEL Properties X
Color Management Security Device Setiings About
General Sharing Ports Advanced

=2

Location: ‘

Comment:

Madel: LABEL
Features
Color: Yes Paper available:

Double-sided: No 100mm x 150mm
Staple: No

Speed: Unknown

Maximum resolution: 203 dpi

Preferences..

9.Printer will print test page then can check the information.

LABEL X
=2 Atest page has been sent to your printer

This test page briefly demonstrates the printer's ability
to print graphics and text, and it provides technical
information about the printer. Use the printer
troubleshooter if the test page does not print
correctly.

Get help with printing




Driver Installation for Mac by USB Connection

1.Double click the LABEL .dmg.

2.Double click "LABEL_V1.0_signed.pkg" to install the driver.
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3.Click "Continue" button.
4.Click "Install".
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5.Use Touch ID or Enter your password.

6.Click "Close" to finish.

o © st Trarmarinter Vor11
Installer s trying o nstall new software.
nrods Tk o1 e v o
oestnnl iy swace
nstalla
d UsePassword.. Cancel
~—

Introducton
Destinsion Select
nstalaton Type
nstllation
Summary

Change nstll Locaton

Sobuck

 Instll Thermatprintr Ver11

The nstalati

s complted successfuly

The installation was successful.
The softuare was nsatec.



7.0pen "System Preferences”, and click "Printers and Scanners".
8.Click "+" to add a new printer.
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9.Turn on your printer, and choose "LABEL", select "Select Software"
under "Use" drop down menu.
10.Input "LABEL", and choose "LABEL".
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11.Click "Add".
12.Use Touch ID or enter your password.
13.Finish.

Use: AL B



LAN Port Driver Installation
Get the local IP address from Self-test page.
The method of printing Self-test page: Hold down the FEED button in
the shutdown state, and then press and hold the POWER button to
power on, when you see the "ERROR" Red right is ON, then release the
FEED button. You can get the IP address from the self-test page(Default
IP address:192.168.1.100)

1.0pen the printer properties interface and select"port",as shown in the
figure below: Select "Add Port", as shown below:
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3.Select Standard "Generic Next work Card" and Next:

A Stancerd TCO1P W

Completing the Add Standard TCP/IP
& Printer Port Wizard

e selcted s pot withthe fellwing

Addtional por iformation recured
The v oddnet b st

il
e preious page s conec.

conet,

Then conectthe
enctne

———

4.After "Finish", and then click "Apply":
5.You can click the "Print Test Page" to have a test:
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Geners Snamg Pots  Advanced Coor Mansgement Securty Devics Stings Aot naning | Pors | Advanced | ColorManagement Securty | Device Setings | About
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Print o th fllowing por() Documents wil print to the it free
checked port

Location
port

Description

Prnter D

Comment  LABEL

POFCretor printer port
Local Port

1 Local Port v .
< > Festures
oioriNo Paper valabie:
Add Port. Delete Port Configure Port. < e . G
DoublesidectNo 72mm x 100mm
i Staple: No
Clérabeprites posing

Speed: Unknown

Maximum resolution: 203 dp

Preferences.
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If the printer prints a normal page, that means the LAN port can be
used normally.

Note: if you need to modify the printer IP, you can refer to
"CD"-"tools"-" Printer seting tools "file inside the IP setting method to

set up; If it is a WIFl interface, you can refer to "CD"-"tools"-"WIFI
setting tools" for relevant Settings.



Driver Installation for Windows by Bluetooth Connection

1.Turn on the power of printer.
2.Click the Windows and then click the setting.
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3.Click the "Devices"
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4.Click the "Bluetooth and other devices"

@ Home Bluetooth & other devices

Coein ™ 2] o asosucothorater e

Devices

Bluetooth
€ o

Bl s
Mouse, keyboard, & pen

O Mouse Gaming Mouse

5.Turn on the Bluetooth.

@ Home Bluetooth & other devices

‘Add Bluetooth or other device
4L

Devices

Bluetooth
B Bluctooth &other devices
S
& printers & scanmers
Mouse, keyboard, & pen

0 Mowse Gaming Mouse
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6.Click the "+"

@ Home

Bluetooth & other devices

|:|

Devices
S8 Bluetooth & other devices.
& Printers & scanners

0

Mouse

1]

Touchpad

7.Click the bluetooth.

Bluetooth
@ o

Now discoverable as 'VLR-WXO'

Mouse, keyboard, & pen
Gaming Mouse

8.Choose the "POS-9280", please mind need to choose the correct

printer symbol.
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9.Type the pin code "1234" and then click Connect.
10.Bluetooth connect Successful.

Add a device




11.Click the "more bluetooth options".

Bluetooth & other devices

Related set
G Add Botooth o cthe deice

Bluctooth
@ o

Now discoverable as VIR-WXO"

Mouse, keyboard, & pen

Gaming Mouse

12.Click the "COM ports".

g the COM (seria port sted below. To
ices|  Setemine hethr you need a COM por read the
Devices|  ocumentation that came wit your Buetoothdevice.

s Diecton Name

coM3  Ougong POS9260°HS S
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13.Check which one is outgoing port, for example now is COM3, we
need to use this port later, just remember this port.
14.Click the "OK".

© Bluetooth Settings X © Bluetooth Settings
Optons COM Purts Harvare Optons COM Purts Haraware

This PC i using the COM seria) ports lsted below. To
Getermine whether you need a COM por,read the
‘documentation that came with your Bluetooth device.

i PC s sing the COM (serial) portslsted below. To
etermine whether you need 2 COM port. read the
‘documentation that came with your Bluetooth device.

Port Direction _Name

COM4  incoming POS-9280
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15.Bluetooth connection done, now install driver via bluetooth.
16.Double click the driver file.

MACOS 4/23/2024 533 PM File folder
WINDOWS 4/25/2024 2:43 PM File folder

17.Double click the "LabelPrinter_V1.0.6".

Name Date modified Type Size

5 LabelPrinter v1.06 1/2/2024 1:46 PM Application 2,388KB

18.Choose the language to English and click the "OK".
19.Click the "Next".

5952t - LavelDrverseup ver1 05 -

Select Setup Language X
Select Addiional Tasks

eIt Thaaasage T e el the Which o tosks shod b performed?

installation:

Divr Setup_Ver1.0.5, then clck Next.
prrpE—

English v

] Creat a esttop storte

Cancel

concel

20.Choose the and click the "Install".
21.Choose the port(the bluetooth outgoing port, for example COM3,
step 13 shown)

5 set - Ll Drver Se Vet 05 =

Ready to Install
Setup is novi ready o begin nstallng Label Driver Setup_VerL 0.6 on your

crangs oy setings.
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22.Click the "Install Driver".

Labelarver st

23.Install successful, click the "Print Test Page".
& LAset properies x
CoorMonagement Soouy  DoviaSeings bk
== shong P e
g
tostor | \
Comment:
[
Featees

Paper available:
Double-sided: No

100mm x 150mm
Staple:No.
Speed: Unknown
Maximum resolution: 203 dpi
Preferences..

| [

24 Printer will print test page then can check the information.

LABEL X

=B Atest page has been sent to your printer
This test page briefly demonstrates the printer's ability
to print graphics and text, and it provides technical
information about the printer. Use the printer
troubleshooter if the test page does not print
correctly.

Get help with printing
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Label Editing Software with Android System
via Bluetooth Connection

1.Turn on the power of printer.
2.Turn on the bluetooth.

3.Click the "More Setting".
4.Click the "POS-9280".

AVAILABLE DEVICES [}
@) 27936512768Redmi Note 9

© AMma7a811B

) DESKTOP-MTNPIOF

@ cem-BT2-6F88

P0S-9280

® Scanner303

More settings

5.Type the pin code "1234" and then click the "OK".
6.Pair Successful.

Pair with POS-92807

[Csa) Bluetooth [ o)
Device name
Bluetooth version Update

POS-9280

Cancel

13



7.0pen the label editing software App, please scan below QR code to
download the APP.

C J
4BarCode
Android editing software
Install Password:1234
8.Click the printer symbol.
9.Choose the "Bluetooth Connection".
10.Choose the "POS-9280".

4Barcode 2l < Device connection _
% POS-9280-E518

Ep—

i U5 conmt OPPO A93s 5G-2E3C
T

s v DESKTOP-MTNPIOF-0FB9

11.Connection Successful.

Connected successfully

Label Editing Software with 10S System
via Bluetooth Connection

1.Turn on the power of printer.
2.Turn on the bluetooth.
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3.0pen the label editing software App, please scan below QR code to
download the APP.

Printer

Zlabel

10S editing software
Install Password:1234

4.Click the setting symbol.
5.Choose the "Printers".

Print Picture
Printing Histories

Font Management

Logo Management

Version

6.Choose the POS-9280.
7.Bluetooth connect successful.

BLUE WIFI
BLUE WIFI -

T wr—we—— THE PRINTER CONNECTED CURRENTLY
THE PRINTER CONNECTED CURRENTLY

P0S-9280
None
THE PRINTERS SEARCHED
THE PRINTERS SEARCHED
P0S-9280
POS-9280)
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