Thermal Receipt Printer

58E/5890/58C-V3.2



Remove the used roll paper core if any, and insert the roll paper.
The correct direction of the paper is shown in the illustration below.

Self-Test Page:

Turn off the power first. Keep press the "Feed" button don't loose and
in the meantime turn on the power. The test page will print
automatically and then can loose the "Feed" button. If need to print
normal paper, please restart the printer and then can in normal
working status.



Driver Installation on Windows by USB Connection

1.Connect with Windows via USB interface, turn on the power of
printer.
2.Double click the "PrinterDriver".

3.Choose the "Install" and click the "Next".
Printer Driver Wizard V1.0.10 ® 0o - x

[ Install printer driver

"] Remove printer driver

4.Choose the "USB" and click the "Next".
Printer Driver Wizard VV1.0.10 @O - x

Designated port

[“lusB
[_INetwork
["IBluetooth
[“IParallel
[TIserial

["ICustomization




5.Click the "Next".

Select USB printer

USE port PID-VID
TSEOO0L ¥ID_0416 FID_5011 ‘

Designated printer

Model Port Status Installation status
FOS-58
(] POS-B0




7.Click the "Next".

Designated printer name

Enter the nans of the printer

Frinter name: POS-58

[/]Use this printer as the default printer

8.Click the "Next".

Prepare to install driver

Driver name:
POS-58 11.3.0.1

Port name:
T3E001

Printer name:

POS-58

Set as default printer or not:

Tes




9.Click the "Close".

Installing the driver

109,014 : Start copying the file...

09.080 : The file is copied.

09.171 : Start installing the driver...
:10.200 : Driver was installed successfully
10.200 : Start adding printer...

10. 405 : Printer was installed successfully

10.Install successfully and then can print test page.

Bluetooth & devices > Printers & scanners

Add a printer or scanner




Bluetooth & devices > Printers & scanners

POS-58

SR bierstaus: 10

POS-58 setings

Open print queve

Printer properties

Printing preferences.

Orientation, page order, pages per sheet, borders, paper source.

Additional printer setti

Rename your printer, pt

Hardware properties

> POS-58

Remove

Driver Installation on Mac by USB Connection

1.Connect with Mac via USB interface, turn on the power of printer.

2.Double click the driver file.

e Printer Driver 2
Favories ame

Recents. =
© > Linux Driver
A Applicatio. > OPOS Driver

> [ Windows Driver

=) Desktop
[ Documents
© Downloads
icloud

& iCloud Drive
9 Shared

Tags
® ae
- me

Date Modified

Apr 23,2024 at
Apr 23, 2024 at
Apr 25, 2024 at 2:41 PM
Apr 24, 2024 at 6:08 PM

e

Kind

- Folder
- Folder
- Folder
- Folder

Q



3.Double click the "macOSDriver.dmg".

eoe < Mac Driver = ¢ [}Y Q
- Size Kind
© Recents.
3, 2024 at 5:33 PM 88KB Disk Image
@ Airdrop
A Applicatio.
= Desktop

[ Documents

© Downloads

O iCloud Drive
9 Shared

; ae
4.Double click the "macOSDriver_singed.pkg".
[ XX ] L2 macospriver
<

macOSDriver_signed.pkg

5.Double click the "Continue".
@ & Install macOSDriver a8
Welcome to the macOSDriver Installer

@ Introduction You will be guided through the steps necessary to install this
software.




6.Double click the "Install" and type the password(your own mac
password)

) @ Install macOSDriver fa]
Standard Install on “Macintosh HD"

atehon This will take 176 KB of space on your computer.

Destination Select Click Install to perform a standard installation of this software

® Installation Type on the disk “Macintosh HD".

Change Install Location...

Customize Go Back

7.Click the "Close".
o ‘& Install macOSDriver a

The i ion was L

Introduction
i N
Destination Select N

( /,\
Installation Type k\;fj
Installation -

® Summary The installation was successful.

The software was installed.

Close



8.Choose the "System Preferences", and click the "Printers and Scanners".

. .
Tina ~ d -
Apple ID, iCloud+, Media & App Store
Apple ID Family
Sharing
Confirm Device Password Details...
General Desktop & Dock & Mission Siri Spotlight Language Notifications
Screen Saver  Menu Bar Control & Region & Focus
@ " B & I wr @
@
Internet Passwords Wallet & Users & ibil Screen Time i Security
Accounts Apple Pay Groups & Privacy
. ~
X H)
@ 6 D = -
Software Network Bluetooth Touch ID Keyboard Trackpad Mouse
Update
o= w @
Displays Printers & Battery  Date & Time  Sharing Time
Scanners Machine
[§

9.Click the "+".

[ X} < > Printers & Scanners Q

No printers are available.
Click Add (+) to set up a printer.

Default printer: ~ Last Printer Used

Default paper size: A5
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10.Click the "POS58 printer USB" and wait a few seconds, it will appear datas.

=]

Q

Name ~_Kind

| STMicroelectronics POS58 Printer USB usB ]

Name:
Location:

Use:

11.Click the "Add" and wait a few seconds, it will configuare automacicaly.

[ ] [ ] Add Printer

B ® @

Q
Name ~  Kind
STMicroelectronics POS58 Printer USB USB

Name: STMicroelectronics POS58 Printer USB

Location:  tina #J MacBook Air

Use: Generic PostScript Printer a

The selected printer software isn't from the manufacturer and may not let
you use all the features of your printer.
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12.Installation Successful.

Printers & Scanners Q

T - STMicroelectronics POS58 Printer USB
STMicroelectronics P... —
Idle, Last Used Open Print Queue...

— Options & Supplies...

tinat MacBook At

Generic PostSeript Printer

dio
Share this printer on the network _Sharing Preferances.
=
Default printer: | Last Printer Used
Default paper size: | AS ?
C

Driver Installation on Windows by Bluetooth Connection

1.Turn on the power of printer, enable the bluetooth function on PC.
2.Double click the "PrinterDriver".

AGeE B ew nma

3.Choose the "Install" and click the "Next".

Printer Driver Wizard V1.

.10 ® 0 - x

[/l Install printer driver

["]Remove printer driver
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4.Choose the "Bluetooth" and click the "Next".

Printer Driver Wizard V1.0.10

Designated port

[lusB
[“INetwork
[/IBluetooth
[IParallel
[Iserial

["ICustomization

5.Choose the "POS-58E" and click the "Next".

Printer Dri ¥1.0.10

Select Bluetooth printer

Hane Bluetooth Address
O YHD-5803 86-22-0B-F5-66-20
(] THD-B001D 66-22-DB-E4-L5-F3

| [l POS-588 o | 66-37-B0-A3-05-14
O THD-B001 66-32-68-C1-71-9E

Bluetooth pairing code:

1234 ‘
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6.Choose the "POS-58E" and click the "Next".

Designated printer

Model Port Status Installation status

POS-58

POS-B0

7.Click the "Next".

Designated printer name

Enter the name of the printer

Frinter name: Pos-58

[“]Use this printer as the default printer

13



8.Click the "Next".

Prepare to install driver

Driver name:

Port nane:

Printer name:

FOS

PO

68 11.3.0.1

il

Set as default printer or not:

Yes

9.Click the "Close".

Installing the driver

15:49:01
15:45:01
1:

1
1
1
1
1
1

o1.
HU
01.
1.
102,
0z,
5:45:02.

L1103

: Start pairing Bluetooth...
L1038

103
103 ¢
163 ¢
270 @
AL
413
593

Bluetesth pairing suceessfully
The read serial port is: COM3:
Start copying the file...

The file is copied.

Start installing the driver...
Driver was installed successfully
Start adding printer...

Printer was installed successfully
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10.Install successfully and then can print test page.

Bluetooth & devices > Printers & scanners

>
>
>
>
] >
>
|
.
Bluetooth & devices > Printers & scanners > POS-58
| Gl Remove
SR bierstaus: 10
POS-58 setings
Ope pint e o
.
Priner properties @
Printing prferences 5
R e e a
Addiional piner set .
e i e
Hardware properties e
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