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Self-Test Page:

Turn off the power first. Keep press the "Feed" button don't loose and
in the meantime turn on the power. The test page will print
automatically and then can loose the "Feed" button. If need to print
normal paper, please restart the printer and then can in normal
working status.

Remove the used roll paper core if any, and insert the roll paper.
The correct direction of the paper is shown in the illustration below.
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Driver Installation on Windows by USB Connection

1.Connect with Windows via USB interface, turn on the power of
printer.
2.Double click the "PrinterDriver".

3.Choose the "Install" and click the "Next".

4.Choose the "USB" and click the "Next".
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7.Click the "Next".

5.Click the "Next".

6.Choose the "POS-80" and click the "Next".
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9.Install successfully and then can print test page.

8.Click the "Next".

Driver Installation on Mac by USB Connection

1.Connect with Mac via USB interface, turn on the power of printer.
2.Double click the driver file.
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4.Double click the "macOSDriver_singed.pkg".

3.Double click the "macOSDriver.dmg".

5.Double click the "Continue".
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6.Double click the "Install" and type the password(your own mac
password)

7.Click the "Close".

8.Choose the "System Preferences", and click the "Printers and Scanners".
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11.Click the "Add" and wait a few seconds, it will configuare automacicaly.

9.Click the "+".

10.Click the "POS80 printer USB" and wait a few seconds, it will appear datas.
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12.Installation Successful.

Driver Installation on Windows by LAN Connection

1.Connect with Windows via LAN interface, turn on the power of
printer.
2.Double click the "PrinterDriver".

3.Choose the "Install" and click the "Next".
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4.Choose the "Network" and click the "Next".

5.Choose the "POS-80" and click the "Next".

6.Click the "Next".
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7.Click the "Next".

9.Install successfully and then can print test page.

8.Click the "Next".
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10.We can also change the setting by "Device Setting" (print method
setting, cash drawer setting, paper cutter setting etc)-As below image
shown:

Driver Installation on Windows by Wifi Connection

1.Connect with Windows via USB interface, turn on the power of
printer and enable the Wifi on PC.
2.Double Click the tool "Printer Setting Tools".

3.Click the "Connect".
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4.Click the "Wifi" and choose the "static".

5.Set the IP address and link your own local wifi.
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6.Click the "setting".

7.Double click the "PrinterDriver".

8.Choose the "Install" and click the "Next".
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9.Choose the "Network" and click the "Next".

10.Choose the "POS-80" and click the "Next".

11.Type the IP address we set and click the "Next".



15

12.Click the "Next".

13.Click the "Next".

14.Install successfully and then can print test page.



16

Driver Installation on Windows by Bluetooth Connection

1.Turn on the power of printer, enable the bluetooth function on PC.
2.Double click the "PrinterDriver".

3.Choose the "Install" and click the "Next".

4.Choose the "Bluetooth" and click the "Next".



17

7.Click the "Next".

5.Choose the "POS-8380" and click the "Next".

6.Choose the "POS-80" and click the "Next".
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9.Install successfully and then can print test page.

8.Click the "Next".


