Thermal Receipt Printer

8380/8330/80D-V3.2



Remove the used roll paper core if any, and insert the roll paper.
The correct direction of the paper is shown in the illustration below.

Self-Test Page:

Turn off the power first. Keep press the "Feed" button don't loose and
in the meantime turn on the power. The test page will print
automatically and then can loose the "Feed" button. If need to print
normal paper, please restart the printer and then can in normal
working status.



Driver Installation on Windows by USB Connection

1.Connect with Windows via USB interface, turn on the power of
printer.
2.Double click the "PrinterDriver".

3.Choose the "Install" and click the "Next".

Printer Driver Wizard VI1.0.10

[/ Install printer driver

[ |Remove printer driver

4.Choose the "USB" and click the "Next".

Printer Driver Wizard V1.0.10

Designated port

[lusa

| Network

|Bluctooth
|Parallel

| Serial

C
C

custonization



5.Click the "Next"

Select USB printer

0SB port PI-vID
] USR03 VID_0416 PID_5011 ‘

Designated printer

xodel rere S ST
wll Pos-58 |

| 2 I I \

7.Click the "Next".

V1.0.10

Enter the nane of the printer

P0580 (1)

[/]Use this printer as the dsfault printer

R T [



8.Click the "Next".

Printer Driver Wizard VI.0.10

Prepare to install driver

POS-80 11.3.0.1
SB003

o580 (1)

Installing the driver

15:10:54.003  Start copying the file
1510:54.055 - The file is copied.

15:10:54 149  Start instaling the driver.
15:10:54.290 - Driver was installed successfully
15:10:54 290 * Start adding printer.

15:10:54 430 - Printer was installed successfully
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Driver Installation on Mac by USB Connection

1.Connect with Mac via USB interface, turn on the power of printer.
2.Double click the driver file.

ece printer Driver 2 Q
e > 9 U Orver
@ Kidrop. ] — Folder

> 0poS Drver hor 25, 2024
> 5 Windows Drver hor 24, 2024 t 608 P Folder




3.Double click the "macOSDriver.dmg".

ece < Mac Driver oy Q
© Recents saKe Diskimage

@ Arorop

A Applicatio

S peskuop.

[ Documents

© Downioads.
& iCloud Drive

£9 Shared

o e
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4.Double click the "macOSDriver_singed.pkg".

[XX) [2) macosbriver

macoSDriver_signed pkg

5.Double click the "Continue".

[ ] @ Install macOSDriver a

Welcome to the macOSDriver Installer

@ Introduction You will be guided through the steps necessary to install this
software.




6.Double click the "Install" and type the password(your own mac

password)

Introduction
Destination Select
© Installation Type.

@ Install macOSDriver )
Standard Install on *Macintosh HD*
This willtake 176 KB of space on your computer.

Click Install to perform a standard installation of this software
on the disk *Macintosh HD".

Change Install Location.

Customize

7.Click the "Close".

° @ Install macOSDriver 8

‘The installation was completed successfuly.

©

The installation was successful.
The software was installed.

Introduction
Destination Select
Installation Type
Installaion

© summary

8.Choose the "System Preferences”, and click the "Printers and Scanners".
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9.Click the "+".

. < i Printers & Scanners Q

No printers are available.
Click Add (+) to set up a printer.

Default printer:  Last rinter Used
(2]

Default paper size:  AS 2

10.Click the "POS80 printer USB" and wait a few seconds, it will appear datas.

5]

Q
Location:
5

11.Click the "Add" and wait a few seconds, it will configuare automacicaly.
ece Add Printer

® & @

Q

Name: POS80 Series POS80 Printer USB
Location: _tina#)MacBook Air

Use:  Generic PostScript Printer e

You use allthe features of your printer.



12.Installation Successful.

-
(] < Printers & Scanners Q
Fm T S POS80 Series POS80 Printer USB
Idle, Last Used = Open Print Queue...
—— Options & Supplies...
ontina ) MacBook Air
Generic Postscript Printer
< idie
Share this printer on the network ~ Sharing Preferences
=
Default printer:  Last Printer Used
Default paper size: A5 ?
L

Driver Installation on Windows by LAN Connection

1.Connect with Windows via LAN interface, turn on the power of
printer.
2.Double click the "PrinterDriver".

Prin

peem—]
3.Choose the "Install" and click the "Next".

Printer Driver Wizard VI.0.10 S0 - x

/| nstall printer driver

| Remove printer driver




4.Choose the "Network" and click the "Next".

[ Blustooth
[ Parallel
[serial

[ customization

Designated printer

Nodel Port. Status. Installation status
| ros-58 | |
[= | oo | [ \

6.Click the "Next".

Printer

Enter the IP address and the IP port name

R |

Port ene: [192.168.1,100.3 ]




7.Click the "Next".

V1.0.10

Designated printer name

the nane of the printer

Printer nane: Pos80 (1)

[/]te this printer s the default printer

8.Click the "Next".

Prepare to install driver

Driver nane

0S80 11.2.0.1

Port name

102.168.1.100_3

0580 (3)

Set as default printer or not

Tes

e [ e ]
9.Install successfully and then can print test page.
V1.0. 1 & 0O

Print

Installing the driver

15:10:54.003 : Start copying the file
15:10:54 055 - The file is copied.

1510:54.149 - Start installing the driver.
15:10:54.290 - Driver was installed successfully
15:10:54.290 * Start adding printer.

15:10:54.430 - Printer was installed successfully

-z
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10.We can also change the setting by "Device Setting" (print method
setting, cash drawer setting, paper cutter setting etc)-As below image
shown: -

G| Sain | Fos| Advaned | Col Maragemer | Secuy | Dove Seis |

) POS-80 Properties

% POS-80 11300 Device Settings
J41] Form To Tray Assignment
Manual Paper Feed: ZPrinter Paper(80072)x3276mm)
& Instalable Options
Print Speed: Fast mode
prinas sttt [5)
Cosh Drewer: prnt as image _£2tinting
LR it o5 soft fone. |
Feed distance sfte print: feed 2Temm
Paper Cutting: Ater one page
Beeper: Beep before every page
NV Logo: Do not print NV Logo
Characte Set: PCA37(5td Europell

o (oo [Cooh ]

Driver Installation on Windows by Wifi Connection

1.Connect with Windows via USB interface, turn on the power of
printer and enable the Wifi on PC.
2.Double Click the tool "Printer Setting Tools".

3.Click the "Connect".

3 Setup Tools 1.05 - X

language(l)
Port Settings

Ticket Printer Set | Label Printer Set | Bluetooth, Network Port Set | <] ».

| [setprinting mode =] [set up the buzzer]

[Ginese

for I [[cutongseng

= setprinter Baud

130k _v](setDensity Level]

e |

2% _v](setDefaut char

=] set voice swith

I[P et

[~ vt |

& seosastree)

[or =] (Emble catrm |

e T R
e e R e
[eomm ][ printvidth | [WiogoDown | [ rntercut ]

Protostros) (Restweaciny ] [ comoor ] [pintsart ]
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4.Click the "Wifi" and choose the "static".

B Setup Tools 1.0.5 = X

language(l)
Port Setting!

UsB i

Label Printer Setl Bluetooth, Network Port Set

Baud rate setting

|Fo]

~Mode settings

Mode: AP45TA =

C5TA
oHeP:  [orce
1P
i |
Name(ssID): |
Hetwork pin:

Restore Factory

Readme: This WiFi frequency is 2.4G and does not support
bG. WiFi settings only apply to modules with the WiFi name

5.Set the IP address and link your own local wifi.

B Setup Tools 1.0.5 - x
language(l)
Port Setting:
UsB )
Label Printer Set | Bluetooth, Network Port Set  WiFi | nfl B
~Mode settings Baud rate setti 1
Mode: AP+STA ¥ 921600 ¥
STA

DHCP: static %
el 192 0168 . T .2 |GW; 255 , 255 . 255
subs 192811 Settings Query

IName(SSID): YHDAA

INetwork pin: YHDaa@28-48-38-53

Restore Factory

Readme: This WiFi frequency is 2.4G and does not support
5G. WiFi settings only apply to modules with the WiFi name
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6.Click the "setting".

B Setup Tools 1.0.5 - X
language(l)

Port Setting!

use -

Label Printer Set | Bluetooth, Network Port Set W | Al
~Mode settings rate se

Mode:  [ap4sTA ] setings || [o21600 ~]
5TA

oHep:  [stabe ]

[F:IlQZ‘lﬁa‘ 1 . 231 EW;!zss‘zss.zss.n

SUh’i 192 . 1688 . 1 . 1 | Settings | ey
Name(S5ID): YHDAA

53|

Settings

HNetwork pin: YHDaa@28-48:

Restore Factory

Readme: This WiFi frequency is 2.4G and does not support
5G. WiFi settings only apply to modules with the WiFi name

7.Double click the "PrinterDriver”.

8.Choose the "Install" and click the "Next".

[V/|Install printer driver

[ |Renove printer driver

13



9.Choose the "Network" and click the "Next"

Designated port

[ |Bluetooth
[ parallel
[ ]sexial

[ Jcustonization

- [ ]

and click the "Next".

10.Choose the "POS-80"

V1.0.10

Designated printer
Installation status

Hodel Part Status
[m P05-58
5] POS-80

11.Type the IP address we set and click the "Next".

Enter the IP address and the IP port name

¢ aiens: [192.108.1.201

e [




12.Click the "Next".

Designated printer name

the nane of the printer

Printer nane: Pos80 (1)

[/]te this printer s the default printer

13.Click the "Next".

Printer Driver Wizard VI.0.10 ® 0 -

Prepare to install driver

POS-60 1.3.0.1
192.168. 1,281

POS-80 (2)

[ I -]

14.Install successfully and then can print test page.

Installing the driver

15:10:54.003 * Start copying the file
15:10:54.05 - The file is copied

1511054 149 - Startinstalling the driver.

15:10:54 290 - Driver was installed successfully
15:10:54 290 - Start adding printer.

15:10:54.430 - Printer was installed successfully




Driver Installation on Windows by Bluetooth Connection

1.Turn on the power of printer, enable the bluetooth function on PC.

2.Double click the "PrinterDriver".

rinterDrive...
1428(1)

)

~Gex m oem 2N

3.Choose the "Install" and click the "Next".

Printer Driver Wizard VI.0.10

/| Install printer dviver

Remove printer driver

4.Choose the "Bluetooth” and click the "Next".

Printer Driver Wizard V1.0.10

Designated port Bluetooth adspter: OF

uss

[ I Network

Parallel
Serial

Customization
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5.Choose the "POS-8380" and click the "Next".

Select Bluetooth printer

e hutaos e
o e, | |
[Z] e | o1 |

Bluetooth pairing code:

B |
[ e ]
6.Choose the "POS-80" and click the "Next".

Designated printer

Model Port Status Installation status
I [
[EL w7 \

7.Click the "Next".

Pos80 (1)

[/]te this printer s the default printer

17



8.Click the "Next".

Prepare to install driver

POS-80 11.8.0.1

Port name

oS80 (1)
Set as default printer or not
Yes

Installing the driver

15:10:54.003 : Start copying the fle
15:10:54.055 - The file is copied

1510:54.149 - Start instaling the driver.
15:10:54.290 - Driver was installed successfully
15:10:54 290 * Start adding printer.

15:10:54.430 - Printer was installed successfully

L J e T ]
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