Android Port Program Manual

Bluetooth, Wi-Fi, USB, Serial, NFC

v3.4.1

(Note: Please use the PDF left navigation bar when browsing)



ANdroid Port Program ManUal .........cccueeeeceeiiiie et see sttt e seee e st e e st e e seteessneeesnnaeessteeennteeennes
3 [ 151 4 ¥ ot o T o PP PP PO PUROPRPPRR
00 R Yo [0 I B LT o Y<T a o [T o T RSP

1.2, INTHAHZATION ettt st s st e saee s e

1.3. Create a printer CONNECLION .....ceiieee et e e e e e e e e e e s e e e e e e e e eeeeeanes

T 10 AP SUSOTPRTRP

1.5. CloSE the CONNECLION ....eeiuiiiiieee ettt ettt e e e

B o 1 6] o1 = ot PP PPPTOPTRTN
B R [ ) PSPPSR PRPRPRROt

2.2, CrEATEDIBVICE ...ttt ettt st st e st e s ne e sr e e snr e e nnr e sneeesareas

B TR < () S PP O P PO PPR PR

2.4, BELUSDDEVICES ....viieceieeeeiee ettt eee et teestte e e ee e e e e ete e e e e s ste e e sseeeneeeeseeesnseeesneeeenneeennns

T -y Y= a1 o o S

B ST o] 1= | o T - PP PUPPPTN

3. IDEVICECONNECTION ettt e st s e e s e s e e e sabe e e sar e e e emneeeneeens
S I o T o =T o PP PPOPR PPN

32, ClOSE ettt ettt b e bt e ettt e be e s et et e e be e beesaeeeareerean

3.3 SENADALA ettt ettt st st b e ae e sae e s ar e nreeseeeeaee

34, 1EAUDALA ...ttt ettt st ettt e bt et et e b e e sae e et e ees

T (o] o1 2U<Y- o | o Yo o RSPt

B ST == 0] o o T=T o f g o S

O (= { @] a1 =T ol o Y] LT PP PP



1. Instruction

This Android Port Program Manual describes how to connect the printer through Bluetooth, USB,

Wi-Fi and serial ports and send content to the printer.

1.1. Add Dependency

User and password: You can obtain your account and password for free by consulting customer
service.
» Repositories address
repositories {
maven {
allowlnsecureProtocol = true
url "http://47.245.124.98:8081/repository/maven-releases/"
credentials {
username 'your user name'
password 'password'

> Add SDK dependencies
implementation "net.posprinter:printer-lib:3.3.3"

1.2. initialization

POSConnect.init(appContext)

1.3. Create a printer connection

val connect = POSConnect.createDevice(POSConnect.DEVICE_TYPE_BLUETOOTH)
connect.connect("12:34:56:78:9A:BC") { code, connectinfo, msg ->
if (code == POSConnect. CONNECT_SUCCESS) {
Log.i("tag", "device connect success")
val printer = POSPrinter(connect)
} else if (code == POSConnect.CONNECT_FAIL) {



Log.i("tag","device connect fail")

1.4. Print

printer.printString("test ~")

1.5. Close the connection

connect.close()

2.POSConnect

This class is used to connect printers.Constant variable are defined in POSConnect class.

2.1. init

This function is used for SDK initialization.It is recommended to call in the onCreate function of
the application class.
static void init(Context appContext)

[Parameter]

> appContext
Context of application

2.2. createDevice

Create a print device by device type
static IDeviceConnection createDevice(int deviceType)

[Parameter]

> deviceType

Device type
Variable Description
DEVICE_TYPE_USB usB
DEVICE_TYPE_BLUETOOTH BLUETOOTH
DEVICE_TYPE_ETHERNET ETHERNET
DEVICE_TYPE_SERIAL SERIAL




DEVICE_TYPE_NFC NFC

[Return]
Connect Object

2.3. exit

Exit the print service.
static void exit()

2.4. getUsbDevices

Get USB pathname list
static List<String> getUsbDevices(Context context)

[Parameter]
»  context
Context

[Return]
USB port pathname list.

2.5. getSerialPort

Get serial port path list
static List<String> getSerialPort()

[Return]
Serial port path list

2.6. openlLog

Set the log switch,Log files are saved in the sdcard\Android\data\[Package Name]\files\logs
directory
void openLog(boolean isOpen)

[Parameter]
» isOpen
Whether to open the log



[Return]
void

3.IDeviceConnection

The interface class connecting the device, which is used to send data to the printer or read the
data returned by the printer.Available through POSConnect.createDevice(deviceType).

3.1. connect

Connect the printer

void connect(String info, IConnectListener listener)

boolean connectSync(String info, IConnectListener listener)

Synchronous connection, such as using a synchronous connection, all sending, receiving, and

disconnection will be forced to use the synchronous method.

[Parameter]
» info
Device Information.
1. If the device type is DEVICE_TYPE_USB, Info is the USB path name ("/dev/bus/USB/002/003")
or vid, pid ("8888,9999").
2. If the device type is DEVICE_TYPE_BLUETOOTH, info is the Bluetooth MAC address.
3. When the device type is DEVICE_TYPE_ETHERNET, info is the IP address of the network, or a
combination of IP address and port number.eg:"192.168.1.100" or "192.168.1.100,9100".
4. If the device type is DEVICE_TYPE_SERIAL, info is a string composed of serial port name and
serial port baud rate. eg:"/dev/ttyS4,38400".
» listener
Connect the status listener.
public interface IConnectListener {
void onStatus(int code, String connectinfo, String message);

}
B code
code Description
CONNECT_SUCCESS Connection successful
CONNECT_FAIL Connection failed

CONNECT_INTERRUPT Disconnected
SEND_FAIL fail in send

USB_ATTACHED USB Attached

USB_DETACHED USB Detached

BLUETOOTH_INTERRUPT Bluetooth Interrupt

B connectinfo



Connection information, eg: when using a network connection, connectinfo is the incoming
ip address.
B  message

prompt information.

3.2. close

Close the connection

void close()

void closeSync()

Close the connection synchronously. If connected through connectSync, Please use closeSync to
close the connection.

3.3. sendData

This function is used to send data to the printer.

void sendData(byte[] data)

void sendData(List<byte[]> datas)

int sendSync(byte[] data)

Send data in a synchronous way, such as connecting through connectSync, will use a synchronous
way to send data.

[Parameter]

» data

Byte array to be sent.

» datas

Byte array collection to be sent.

3.4. readData

This function is used to read the data returned from the printer. If connected through
connectSync, Please use readSync to read data.

void readData(int timeout, IDataCallback callback)

void readData(IDataCallback callback)

byte[] readSync(int timeout)

Synchronous reading may block the Ul thread.

void startReadLoop(IDataCallback callback)

Start reading data monitoring.

Note: startReadLoop cannot coexist with other read methods.



[Parameter]

> timeout

Read timeout, in milliseconds. The default is 5000.
» callback

Data callback

public interface IDataCallback {
void receive(byte[] data);

3.5. stopReadlLoop

Stop reading data and monitoring
void stopReadLoop()

Return
void

3.6. getConnectinfo

Get connection information.

String getConnectinfo();

[Return]
Return the connection information, corresponding to the info in the connect method

3.7. getConnectType

get connection type.
int getConnectType();

[Return]
Returns the connection type. Corresponds to the deviceType in the createDevice method.
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