DHA48S5-1Z
Digital display time relay
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Y AZ2 Main Technical Parameters

IR/ ltem 2£4 Parameters

TEsIR B ERESEE A 85%-110%

Working power supply  Voltage fluctuation range i1s 85%—-110%
TIFE

Power consumption <5W

ME B E AC: 110V . 220V, 380V

Rated voltage

DC: 12V | 24V

FE B2 B =

Delay control accuracy

<0.3% +0.05s

FERTSEE 0.01F>~99/\f 994>
Delay range 0.01s~9%hours 99minutes
MoAE BH 14 fh HiResistive load 5A 250VAC

Contact capacity

FH M Th ZResistive load 5A 28VDC MAX

<50ppm(iZitixE. ERRE)

R E Error <50ppm(design error, repeat error)
INERE

Ambﬁen?tem perature -10C~50C

MIEAR 1 E B DR FiE i B

Action mode Power single delay type

ot 77T

OUTDUt mode EHTI'I %%ﬁ% SPDT“C)

LEAR

Installation mode

EtR 3 Panel type

= B2 HLA Product Overview

DH48SZAFIE( BT (EI4*EB &% (LA T EFR 4R 28) /B FiE B IERT &Y (& T
RimA7-63Hz, T{EBE265VLATEL T{EREL2V, 24VAUEHIEE
PIEIERT O, NEREERE S MRERERT I, RiIriR %S
AR, BELEDASREMY. EEMTIILtEETF. EiEESE
i ; DIN4A8x48mmix/EERRKRT. mmAF5GB14048.5-
2000, JB/T10047-1999%EF AmEHIRE.

DH48S series digital display time relay (hereinafter referred to as relay) is a
power delay type, suitable for AC 47-63Hz, working voltage 265V or
working voltage 12V, 24V control circuit as a delay element. The interior Is
equipped with a high—performance microcomputer chip as the core
component, a crystal oscillator as the clock source, and an ultra-bright
LED as the display component. It has the advantages of good anti-—
interference performance and high delay accuracy; DIN48 x 48mm
standard panel size. Products comply with GB14048.5-2000, JB/T10047 -
1999 and other relevant standards.

N FRBR Application description

O IMEER. BEmFREISIANBE | inFERIEIRAKXTF 1kQ , 4
imF5 | HHEE K TF500mmBTiEERE#RE. (FRENZIEES RN+ , 4%
EHESRERIWIIAIRE., BEEER AT , 1HiELE , LEDSRZaRY
8] , B e {SimAr e R ERIERT |, (tbThEErT FAEATEEA).

O JBIRISFFRTNE LT , IBFBEAXFB RS FHRIERT , LED SRaIiERTa
8] , TRERTEE , JERTRbSLAEHE | SCHERTTE S,

O DH48S-SERLATRHITIEE | QiR AR EEFRBIR 20
LEDE7x "Erro” |, I FAFEFME. QMRSER , BFEE
Slim+ , LEDSRIEIERTETEER. G@BURIER , BFIESRRE,
(ERAEIFARIBEO , e LASCILEEE BIRZERTTHEE , TRERTEZ
LED B RIUBIZERTTOGF , 4HEB 38Rt s Ao TR N RSB FAGERYT |
[EATLEDFE R/ EAS B~ =351 = WP ER AT [BJRERT,

OThe external reset, suspend the terminal do not introduce voltage, short
circuit impedance of the terminal is not greater than 1k2, if the terminal lead
line is greater than 500mm, please use a shielded wire. Turn on the reset
terminal at any time, and the relay returns to its initial state. When the pause
terminal is connectedq, the timing stops, the LED displays the current time,
and the pause terminal relay continues to delay,(this function can be used
with the accumulator).

OThe dip switch is preset, the relay begins to delay after the power is
powered on, the LED displays the current delay time, the preset time is up,
and the delay contact is converted to achieve timing control.

O DH48S-S has the following special functions :(1) error message, the user
sets the digit dip switch to all 0,LED display "Erro", prompting the user to
reset. (2): Contact status indication, the user turns on the reset terminal, and
the LED displays the current delay period. (3 Single delay, the user will be
high two or low two digit dip set O, you can realize the power single delay
function, preset time,LED display the current delay code is good, the relay
press the contact first put and then put this cycle delay, while the
corresponding LED digital display is the current time delay.

RYJ / #%2&E Outline and mounting dimensions/wiring diagram (mm)
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