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Single—phase solid—state regulator
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O Bidirectional thyristor shift output, built—in resistance—capacitance
absorption circuit.

O Single-chip computer program control the current, the output is more
accurate and stable.

O The external 4—20mA current can automatically adjust the output
voltage.

O LED lights show the operating voltage regulation status.

O Suitable for long time use and high reliability.

O Equipped with safety cover.

=)
—
>
A
=
s
e

FERAZSEL Main Technical Parameters ‘EE 210 Matters needing attention

R ltem £% Parameters O SEFRET SARLTEFREUAE | ESNERRR SHE R
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T EKEB 7t Load Current 10A 25A 40A 60A 80A 100A 120A O {ERERM A, SEES L \ W EaE RS EEsE

f1 %8 & Load Voltage 0-380VAC (MOV), ESIFERHEFEEERERL.6-1.9(F,

e ; O AT ERESHESEIETHEEINITHE , MREZE RESYEEEH

= ool vorage HEZZ=h , MEBESRYEE,

$atle3A Control Current DC 4-20mA O HFEMZRESSEE— M HERIRE |, MAHEIET LSRR

1B7EFE On Voltage <1.5V I LAFFERE A,

BZSRE R On-state leakage current  <2mA O When the load current is higher than 5A, the heat sink must be used.
Apply thermal grease between the solid state relay bottom plate and the

Hr7SAY 8] On—off Time <10mS heat sink mounting surface, and add strong fan cooling or water cooling

: : above 40A.
IMfE Dielectric Strength ERUENRG O When used in inductive loads, it is necessary to connect a bidirectional
iz e FH Insulation Resistance 1000M Q / 500VDC voltage regulator diode or varistor (MOV) at the output end. The varistor
: | isrecommended to be 1.6-1.9times the rated voltage.

INFm/E Ambient Temperature -30~+75C O In order to avoid the temperature rise of the solid—state relay exceeding

2E 3% Mounting Methods B E T Bolt fixed the allowlab!e .value, two _Gr more galld-state relays should be installed
side by side with appropriate spacing.

T1E&7= The work instructions LED O When multiple solid—state relays are used to share a control power

supply, the inputs can be used in series or in parallel.
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INERRZRRS / #42E Outline and mounting dimensions/wiring diagram (mm)
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